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6ENERAL— GOND | Tl ONS F | RE AND 5AFETY SITE WORK CONTINVED STRUGTURAL— STEEL- PERMIT/BIDS gd-14-16
13. SLAB ON GRADE SHALL BE 4" THICK WITH SMOOTH FLOAT FINISH (UNO). PHASE 2 PERMIT  |4-I0-I7
L CONSTRUCTION MANAGER (6. M) AND SUB-CONTRACTORS SHALL FIELD VERIFY |, WHEREVER INDICATED ON CD'S OF SMOKE TIGHT, CONTRACTOR SHALL COMPLY AL CONTINIOUS REINFORCING BARS SHALL BE LAPPED AS PER TENSION PHASE 2 PERMIT REV2 |[4-24-17
: M. - WITH ACCORDANCE WITH NFPA [0l AND 2012 MBC AND A : 0
ALL DIMENSIONS AND EXISTING CONDITIONS. I DISCREFPANCIES OCCUR MEET THE FOLLONWING: —- ATPHICABLE COpES TO EMBEDMENT OR TENSION CLASS "C" SPLICE LENGTH. LAP CONTINUOS TOP REFER 1O STRUCTURAL DRAWINGS FOR ALL STRUCTURAL [NFORMATION. CONSTRUCTIOR 4200
CONTRACTOR SHALL NOTIFY ARCHITECT OF ANY. ALL EXISTING DIMENSIONS REINFORCING AT CENTER OF SPAN AND BOTTOM REINFORCING AT SUPPORTS. STRUCTURAL DRAWINGS SHALL OVERRIDE THE STRUCTURAL STEEL INTERIOR PERMIT __[6-16-25
SHALL BE FIELD VERIFIED PRIOR TO CONSTRUCTION.  ARCHITECT SHALL BE 2. ANY MODIFICATIONS TO EXISTING SPRINKLER AND SMOKE SYSTEMS SHALL COMPLY NOTES IN THIS SECTION.
NOTIFIED OF ANY INTERFERENCE WITH THE PROPOSED NWORK. WITH 2012 MBC AND ALL APPLICABLE CODES.. 15. CONTRACTOR SHALL SUBMIT DRANWINGS SHOWING SIZE, LENGTH, AND LOCATION OF
REINFORCING INTENDED POURING SEQUENCE AND LOCATION OF CONSTRUCTION
2. CM. AND CONTRACTORS SHALL COMPLY WITH 2012 LIFE SAFETY CODE 3. SPRINKLER CONTRACTOR SHALL PROVIDE SEPERATE SHOP DRAWINGS OF THE FIRE JOINTS TO ARCHITECT FOR REVIEA.
HANDBOOK (NATIONAL FIRE PROTECTION ASSOCIATION = NFPA 101) AND ALL SUPPRESSION SYSTEM AND ALARM SYSTEM TO THE BUILDING DEPARTMENT FOR THE STRUCTURAL INTEGRITY OF THE BUILDING SHOWN ON THESE PLANS |S DEPENDENT
APPLICABLE CODES. REVIEN & APPROVAL FOR A SEPERATE PERMITS. 6. BEFORE PLACING THE PIT MAT SPREAD AT NO COST TO THE ONNER ONE d4 LB. UPON COMPLETION ACCORDING TO THE PLANS AND SPECIFICATIONS. STRUCTURAL

BAG OF DRY CEMENT PER 3 SY OF AREA AT THE BOTTOM OF THE EXCAVATION

MEMBERS ARE NOT SELF-BRACING UNTIL PERMANENTLY AFFIXED TO THE STRUCTURE AS

3. CM. AND THE CONTRACTORS SHALL COMPLY WITH ALL CODES CURRENTLY IN 4. AUTOMATIC FIRE SPRINKLER SYSTEM, SUBMISSION OF SHOP DRANINGS: WHENEVER THE SOIL AT THE BOTTOM IS COMPOSED OF MORE THAN |6 PERCENT DIRECTED. THE ARCHITECT/STRUCTURAL ENGINEERS ASSUME NO LIABILITY FOR THE ARCHITECTURAL

EFFECT IN THE CITY OF ROCHESTER HILLS AND THE STATE OF MICHIGAN, SILT AS DETERMINED BY THE TESTING AGENCY. STRUCTURE DURING CONSTRUCTION. MEANS AND METHODS OF CONSTRUCTION AND OB
oL IADLE DS AND SN ARDS FIRE SPRINKLER SUPPRESSION SYSTEM IS REQUIRED BY MBC SECTION 40323, SITE SAFETY ARE THE SOLE RESPONSIBILITY OF THE CONTRACTOR'S DESIGN

: 40324 AND 5063

202| MICHIGAN BUILDING CODE (MBC) B. SUBMIT AUTOMATIC FIRE SPRINKLER SYSTEM SHOP DRAWINGS AND HYDRAULIC = AEL AD|LR Aﬁ'“g@i 5; %j TﬁELNTSN;S_ND C{\ﬁECETTNgi e %OEPLEECT'gEELfU;ENO;;HiE RESIDENTIAL
2021 MICHIGAN REHABILITATION CODE FOR EXISTING BUILDINGS CALCULATIONS WITH SUPPORTING DOCUMENTATION AS REQUIRED BY NFPA I3, CONCRETE NORK: DT AL AN AN A o o e e P PESIGRED, COMMERCIAL
202| MICHIGAN MECHANICAL CODE (MMC) SECTION CHAPTER 22 UNDER SEPARATE PERMIT REQUIREMENT TO THE BUILDING :
2021 MICHIGAN PLUMBING CODE (MPC) DEPARTMENT FOR REVIEA AND APPROVAL PRIOR TO COMMENCEMENT OF THIS 3. PAINT ONE COAT OF PRIMER ON ALL EXPOSED SURFACES EXCEPT FOR THE FOLLOWING INDUSTRIAL

2023 NATIONAL ELECTRICAL CODE WITH MICHIGAN PART & AMENDMENTS
STATE OF MICHIGAN ELECTRICAL CODE

2017 IcC AllIT.I ACCESSIBLE AND USEABLE BUILDING AND FACILITIES AS
REFERENCED BY THE MICHIGAN BUILDING CODE

202| INTERNATIONAL FIRE CODE (IFC) AS REFERENCED BY THE M| BUILDING ¢
MECHANICAL CODES

WORK (107.2.2).

5. EIRE ALARM SYSTEM

A. FIRE ALARM SYSTEM IS REQUIRED BY MBC SECTION 907.2.1 AND PER NFPA

REFER TO STRUCTURAL DRAWINGS FOR ALL STRUCTURAL INFORMATION.
STRUCTURAL DRAWINGS SHALL OVERRIDE THE CONCRETE WORK NOTES

IN THIS SECTION.

SURFACES WHICH WILL NOT BE PAINTED -
A. SURFACES THAT ARE IN CONTACT WITH CONCRETE.
CONTACT SURFACES IN FRICTION TYPE CONNECTIONS.

B

C. SURFACES NHICH METAL FLOOR DECK AND/OR SHEAR
STUDS ARE TO BE WELDED.

D

G.A.V. ASSOCIATES, INC
24001 ORCHARD LAKE RD., STE. 180A
FARMINGTON, MICHIGAN 48336
PH: (248) 985-9101
WEB: WWW.GAVASSOCIATES.COM

CITY OF ROCHESTER HILLS ZONING ORDINANCE AND COD 72-20I0.
FIRE SUPPRESSION 2019 NFPA 13 AND I3R AS REFERENCED BY THE M| BUILDING | CONCRETE CONSTRUCTION SHALL CONFORM To AC| 316-08 BUILDING CODE R e o T BB AL NoT BE PAINTED WITHIN
¢ MECHANICAL CODES B. SUBMIT FIRE ALARM SYSTEM SHOP DRANINGS WITH SUPPORTING DOCUMENTATION | REOUIREMENTS ROR REINFORCED CONCRETE AND Acl STANDARD Bol-ad By AMERICAN
FIRE ALARM 2019 NFPA 72 AS REFERENCED BY THE M| BUILDING UNDER SEPARATE PERMIT REQUIREMENT TO THE BUILDING DEPARTMENT FOR P ONCRETE INGTITUTE AND CRA| 6T ANDARD FOR Pl ACING CONCRETE 4. REFER TO ARCHITECTURAL DRAWINGS FOR ADDITIONAL ANGLES, PLATES, BARS, 0
¢ MECHANICAL CODES REVIEAN AND APPROVAL PRIOR TO COMMENCEMENT OF THIS WORK (107.2.2). ' ' CLIPS, ETC., ATTACHED TO STRUCTURAL STEEL. VERIFY EXACT SIZE AND LOCATION OF I
202! INTERNATIONAL FUEL GAS CODE AS REFERENCED BY THE M| BUILDING ¢ ALL FLOOR AND ROOF OPENINGS WITH CONTRACTOR INVOLVED. WHERE THERE IS A
MECHANICAL CODES C. CONTRACTOR TO PROVIDE VOICE ALARM SYSTEM THROUGHOUT BOTH 2 5@?2&2{;‘;@ ,E,E;’;',LQQ‘S 25520%’ 'iig%ﬁﬁ‘if%fﬁ?,‘iﬁ; 22‘;%%%@?;% -;OSA <! CONTRADICTION BETWEEN ARCHITECTURAL AND STRUCTURAL DRANINGS, STRUCTURAL -
MICHIGAN ELEVATOR CODE 20I0 EDITION BUILDINGS | ¢ 2 AS REQUIRED BY MBC 407.2.1.1. PUBLISHED BY CRS| DRANINGS SHALL OVERRIDE. q
ASME AlTl (2013) '
} 5. SPECIAL INSPECTIONS SHALL BE PERFORMED BY A THIRD PARTY TESTING AGENCY. THE —
Mlcgfsfirr\llzﬁ;wmé COPE 2012 - CRATTER S0 (ELEVATION AND CONVETING 6. CONTRACTOR TO PROVIDE PORTABLE FIRE EXTINGUISHER AND CABINETS PER 2012 2 e N o R T o B L AC e ST SPALL SPECIAL INSPECTIONS SHALL INCLUDE; STEEL SHOP DRANINGS, STEEL CONSTRUCTION, U
 NTERNATIONAL FIRE CODE AND NEPA O DEVELOP MINIMUM COMPRESSIVE STRENGTH AT 28 DATS AS FOLLOWS: CONCRETE CONSTRUCTION, MASONRY CONSTRUCTION, AND ANY SPECIAL CASES NOT NAMED. 0
' TRENGH AND PAD FOOTINGS ........ 8000 PO ALL TEST AND INSPECTION REPORTS SHALL BE SUBMITTED DIRECTLY TO THE CITY OF
ENERGY CODE: 202| MICHIGAN COMMERCIAL ENERGY CODE AND 20194 ASHRAE 4. FOUNDATION WALLS AND PIERS ...3000 PSI ROCHESTER HILLS MI ()
INTERIOR SLAB-ON-GRADE ... 2500 PSl ' 0
SIENAGE: MARKING ¢ |.D. FOR EXTERIOR SLAB ON GRADE ... 3500 P3| (AIR ENTRAINED)
4. THE EXISTING (ORIGINAL MOSQUE BUILDING) TO HAVE NEN FULLY SPRINKLED & 4 q
ALARMED SYSTEM. THE EXISTING (ADDITION CIRC. 1999) 1S FULLY SPRINKLED ¢ FIRE RES|ISTANCE WALLS.
ALARMED (V.I.F.,). THE NEW MOSQUE ADDITION TO BE FULLY SPRINKLED & FULLY LLS: 4. UNLESS OTHERWISE NOTED, MINIMUM CONCRETE COVER FOR REINFORCING STEEL SHALL
ALARMED. THE SPRINKLER ¢ ALARM CONTRACTORS SHALL PROVIDE SHOP BE 3/4 INCH FOR SLABS, |5 INCH FOR BEAMS, COLUMNS AND PIERS, AND | INCH FOR
PROVIDE SIGNAGE AT ALL FIRE WALLS AND FIRE BARRIERS IN ACCORDANVE WITH , , ,
DRANWINGS FOR THE PROPOSED NEW ADDITION & RENOVATION AREAS FOR A THE THREE CONDITIONS LII—IS—TED N SE%ﬂON 2051 MBC 2012 WALLS. ALL CONCRETE EXPOSED TO WEATHER OR EARTHFILL SHALL HAVE A MINIMUM
FULL AREA FIRE SUPPRESSION SYSTEM & A FULL AREA ALARM SYSTEM TO ‘ COVER OF 1.5 INCHES FOR #5 BARS OR SMALLER, 2 INCH FOR BARS LARGER THAN #5 METAL DECK:
COORDINATE WITH THE EXISTING SYSTEM, TO THE BUILDING DEPARTMENT FOR AND 3 INCH FOR CONCRETE PLACED AGAINST EARTH,
REVIEWN & APPROVAL FOR SEPERATE PERMITS. THE SYSTEM SHALL COMPLY . SHALL BE LOCATED IN ACCESSIELE CONCEALED FLOOR, FLOOR CEILING OF ATTIC
WITH THE 2021 MBC AND ALL APPLICABLE CODES. SPACES. 5. CHAMFER ALL EXPOSED EDGES BY 3/4 INCHES.
2. SHALL BE LOCATED WITHIN |5 FEET OF END OF EACH WALL & AT INTERVALS OF 30 REFER TO STRUCTURAL DRAWINGS FOR ALL STRUCTURAL INFORMATION.
5. CONFORM TO A.A. DOCUMENT NO. A-20I, LATEST EDITION, AND COMPLY WITH FEET OR LESS MEASURED HORIZONTAL ALONG WALL, AND 6. VERIFY LOCATION AND DIMENSION OF ALL OPENINGS AND ALL EMBEDDED SLEEVES, STRUCTURAL DRAWINGS SHALL OVERRIDE THE METAL DECK NOTES IN
ALL APPLICABLE FEDERAL, STATE AND LOCAL CODES, LANS, RULES AND 3. SHALL HAVE LETTERS IN A CONTRASTING COLOR, 3" MINIMUM HIGH WITH 3/5" FLOOR DRAINS, ROOF SUMPS, ETC., AS REQUIRED FOR DIFFERENT TRADES PRIOR TO THIS SECTION
REGULATIONS. MINIMUM STROKE WIDTH WITH SUGGESTED WORDING: POURING OF CONCRETE. .
"FIRE WALL AND FIRE BARRINER - PROTECT ALL OPENINGS."
6. ALL CONTRACTORS SHALL CARRY ADEQUATE INSURANCE OR OTHERWISE 7. PROVIDE HORIZONTAL BENT BARS AT ALL CORNERS AND INTERSECTIONS OF CONCRETE
SECURE, PROTECT AND HOLD HARMLESS THE OWNER AND ITS AGENTS, THE CM WALL OR GRADE BEAMS OF SAME SIZE AND SPACING AS HORIZONTAL WALL OR BEAM
AND ITS AGENTS, AND THE ARCHITECT/ENGINEER FROM ANY LIABILITY OR _ REINFORCING. USE BENT DOWELS TO DEVELOP ANCHORAGE, IF NECESSARY. DOWELS TO
DAMAGE WHATSOEVER, FOR INJURY (INCLUDING DEATH) TO ANY PERSON OR MATERIAL SPECIFICATION é SUBMITTALS: EXTEND 24 BAR DIAMETERS INTO EACH MEMBER. . METAL DECK SHALL CONFORM TO ALL REQUIREMENTS OF "BASIC DESIGN
PROPERTY. SPECIFICATION" AS ADOPTED BY THE STEEL DECK INSTITUTE (SD.1.).
I.  ALL MATERIALS, EQUIPMENT, LIGHTING, ETC. SHALL BE SUBMITTED FOR ARCHITECT'S &. UNLESS OTHERWISE NOTED, PROVIDE VERTICAL DOWELS FROM FOOTINGS TO PIERS AND
7. CONTRACTOR SHALL COORDINATE W/ THE MECHANICAL AND ELECTRICAL APPROVAL. INCLUDE ASSOCIATED LITERATURE, SAMPLES, SPECIFICATION SHEETS, TO NWALLS OF SAME SIZE AND SPACING AS VERTICAL REINFORCING. OFFSET FOR 2. ALL METAL DECK NWORK SHALL COMPLY WITH APPLICABLE REQUIRED MENTS OF AlSI,
CONTRACTORS THE LOCATION OF DUCTS, PIPING BOXES, CHASES, CONDUITS, ETC. ETC. FOR ALL ITEMS. DONWELS AS REGQUIRED. DOWELS TO EXTEND 24 BAR DIAMETERS INTO EACH MEMBER AT SPECIFICATION FOR THE DESIGN OF cOLD FORMED STEEL STRUCTURAL MEMBERS,
THE JOINT. ANS-STRUCTURAL WELDING CODE DI-I, STEEL DECK INSTITUTE.
8. SUSPENDED ACOUSTICAL CEILING TILES AND GRID SYSTEM SHALL COMPLY NFPA
101 AND MBC 202I. 4. CONCRETE WALLS SHALL BE PLACED IN ALTERNATE SECTIONS NOT EXCEEDING 100 3. LOADS SHALL NOT BE HUNG FROM ROOF DECK.
FEET BETWEEN CONSTRUCTION JOINTS. CONSTRUCTION JOINTS SHALL NOT BE SPACED
4. GRID WORK SHALL BE SUPPORTED WITH A MINIMUM OF 2-12 GA. HANGER WIRES MORE THAN 25 FEET FROM CORNER. PROVIDE A CRACK CONTROL JOINT AT A 25 FEET 4. METAL DECK TO BE CONNECTED TO SUPPORTING MEMBERS AS PER RECOMMENDATION
TO STRUCTURE ABOVE. MAXIMUM SPACING. BY DI OR AS SPECIFIED.
l©. PROVIDE A KNOX BOX FOR FIRE DEPARTMENT ACCESS. LOCATE ON BLD'G. AS 1©. CONSTRUCTION JOINTS SHALL BE PLACED AT THE CENTER OF SPANS WITH A VERTICAL 5. ROOF DECK SHALL HAVE MANUFACTURER'S STANDARD RUST INHIBITIVE PAINT.
PER FIRE MARSHALL MIN. SITE NWORK: BULKHEAD. -
6. UNLESS NOTED, ROOF DECK SHALL BE MANUFACTURED FROM STEEL CONFORMING TO =
Il ALL PENETRATIONS IN WALLS FOR PIPING, CONDUIT, ETC. SHALL BE SEALED. Il. SLABS, BEAMS AND FOOTINGS SHALL BE PLACED WITH OUT HORIZONTAL JOINTS. ASTM A446, GRADE A. 0
2. ¢M. WILL SUPPLY SECURED STAGING AREA AND OFFICE TRAILER. REFER TO CIVIL DRAWINGS FOR ALL SITE INFORMATION AND 2. CONCRETE OVER METAL DECK FOR ROOF AND SUPPORTED FLOORS AS INDICATED ON 7. UNLESS NOTED, FLOOR DECK SHALL BE COMPOSITE DECK AND SHALL BE 4
THE PLANS SHALL BE 145 PCF AND SHALL DEVELOP MINIMUM COMPRESSIVE STRENGTH MANUFACTURED FROM STEEL CONFORMING TO ASTM A446, GRADE A. COMPOSITE ..
3. CM. WILL COMPLY WITH ENVIRONMENTAL AGENCIES. STRUCTURAL DRAWINGS FOR ALL BACKFILLING/FOUNDATION OF 4000 PS| AT 28 DAYS, DECK SHALL BE FORMED WITH DEFORMATION TO PROVIDE A MECHANICAL LOCK -
INFORMATION. CIVIL DRAWINGS SHALL OVERRIDE THE SITE NOTES IN BETWEEN CONCRETE AND STEEL. @ 1N
4. CM. NILL SUPPLY TOILET FACILITIES FOR ALL TRADES. THIS SECTION AND STRUCTURAL DRAWINGS SHALL OVERRIDE THE 13. CONCRETE EXPOSED TO WEATHER SHALL BE AIR -ENTRAINED. AIR CONTENT TO BE 6% \“_ M
BACKFILLING NOTES IN THIS SECTION %, & THE CONTRACTOR SHALL FURNISH ALL ACCESSORIES INCLUDING CLOSURES, "Z'"
5. ¢M. WILL COMPLY WITH DENATERING AS NECESSARY. . CLOSURES, COLUMN CLOSURES, SCREED ANGLES AND GIRDER FILLERS, AS REQUIRED. 0
4. ALL REINFORCING STEEL SHALL BE DEFORMED BARS GRADE 60 CONFORMING TO THE 4
6. ALL SUBCONTRACTORS WILL BE RESPONSIBLE TO KEEP A CLEAN SITE AT ALL LATEST EDITION OF ASTM A-6I5/A 615M-00 OR ASTM-616 AND HAVE A MINIMUM YIELD 4. METAL DECK SHALL BE CONTINJOUS OVER THREE SPANS WHEREVER INDICATED. Z Z
TIMES. | REMOVE ALL TOP SOIL. BRUSH ROOTS TREES. RUBBISH AND ALL OBSTRUCTIONS To STRENGTH OF 60000 FSl. SINGLE AND DOUBLE SPANS SHALL COMPLY WITH "STEEL DECK INSTITUTE" 0 W g
: ' / ' ! REQUIREMENT.
7. EXTERIOR WOOD, PLYWOOD, BELON GRADE, TO &" ABOVE GRADE AND AT T R e R O o o o S aVE BTG -k ITAIN 5. WELDED WIRE FABRIC SHALL CONFORM TO ASTM AI85-85 USING COLD DRANN NIRE = < A
PARAPET SHALL BE PRESERVATIVE TREATED. : CONFORMING TO ASTM A22-Ol. 0. ALL METAL DECKING SHALL BE WELDED TO THE STEEL BEAM WITH A 3/4 INCH PLUG Nl =
2. PRIOR TO BACKFILLING TRENCHES OR FILLING EMBANKMENTS AT THE BUILDING WELD AT THE FLUTES NOT EXCEEDING 12 INCHES APART. <€ I
8. TEMPORARY BRACING, GUYING AND TIE DOANS OF THE STRUCTURE DURING A B ol [ The A I A 1D TON TRUCE | OADED AITH o Ay v <«
ERECTION SHALL BE THE RESPONSIBILITY OF THE ERECTOR AND CONTRACTOR. REA UNDER THe THEEL oA SHONG A DEPRECGION MoRE THAN SN INCH SHALL II. ALL INTERIOR ROOF SUMPS SHALL HAVE AN OVER FLOW 3" ABOVE ROOF SURFACE > Y
T R A T o R R B LT FOR THE ABSENCE, BE REMOVED TWO FOOT DEEP AND REPLACED WITH APPROVED FILL MATERIAL MASONRY NWORK: OV O <
' FREE OF ORGANIC MATERIAL AND WITH GRAIN SIZE LESS THAN 2 INCHES AND WITH 7 v >
9. THE STRUCTURAL DRANINGS ARE FOR THE PLACEMENT AND SIZE OF SRODATION TRAT CAN BE COMPACTED TO 92% MAXIMIM DRY DENSITY FER ASTH WLl I -
R oS ey it DN AN SAFETY cobE REFER TO STRUCTURAL DRAWINGS FOR ALL STRUCTURAL INFORMATION. REINFORCING STEEL - v Oz | W
’ 3. SAND SHALL BE COMPACTED IN & INCH LOOSE LIFTS TO 95 % MAXIMUM DENSITY STRUCTU RAL DRAWlNGS SHALL OVERRlDE THE MASONRY WORK NOTES } M _m
20.WHERE A DETAIL 1S SHOWN FOR ONE CONDITION, IT SHALL APPLY FOR ALL PER ASTM D-I55T AND THE REMAINING 12 INCH SPACE SHALL BE FILLED WITH '
e R SMILAR COND I IONS (N Eos NOTED O THERNISE) CRUSHED AGGREGATE MDOT- 22A COMPACTED IN & INCH LATERS TO 95% IN' THIS SECTION. nvo| A
ol THE CONTRACTOR SHALL VERIFY AND COORDINATE FLOOR AND ROOE MOUNTED A COMPETENT TESTING LABORATORY RETAINED BY THE CONTRACTOR AND ' Q) I
‘ APPROVED BY THE ARCHITECT. STRUCTURAL DRAWINGS SHALL OVERRIDE THE REINFORCING STEEL <m: W0 )
MECHANICAL EQUIPMENT WEIGHTS, SIZES AND, LOCATIONS, ALSO FLOOR AND MASONRY CONSTRUCTION/ DESIGN STANDARD TO COMPLY AITH AMERICAN CONC. INSTITUTE NOTES IN THIS SECTION 4| v
STRUCTURAL AND MECHANICAL DRARNGS. o T ARCHITEETIRAS 4. BACKFILL AGAINST GRADE BEAMS OR WALLS SHALL CONSIST OF GRANULAR FILL ACT 530-Il, AMERICAN SOCIETY OF CIVIL ENG. ASCE 5-Il AND THE MASONRY SOCIETY. TMS | )
STRUCTURAL AND MECHANICAL DRANINGS. FREE OF ORGANICS AND NO MORE THAN 3 PERCENT SILT OR CLAY WITH PARTICLE 402-I1. )] 4 1N
SIZE LESS THAN 4 INCHES IN DIAMETER AND PASSING NO.4 SIEVE BY 25 TO 70
22. ALL PLYNOOD, NOOD BLOCKING & NAILERS TO BE NON COMBUSTIBLE. PERCENT NOTIFY ARCHITECT/ENGINEER IF POOR SOIL CONDITIONS ARE FOUND AT STEEL BAR REINFORCEMENT SHALL CONFORM TO ASTM A6IS, GRADE 60. HORIZONTAL Z M0 oy
JOINT REINFORCEMENT SHALL BE ©LADDER TYPE WITH 3/16 DIAMETER LONGITUDINAL BARS . DETAILING AND PLACING OF REINFORCING SHALL CONFORM TO Ale MANUAL OF QO vy )
23 ALL EXPOSED INSULATION SHALL HAVE A CLASS "A' FLAME SPREAD NOT THE SITE. BACKFILL SHALL BE PLACED IN & INCH LOOSE LIFTS AND COMPACTED . STANDARD PRACTICE FOR DETAILING REINFORCED CONCRETE STRUCTURES. M
REATER THAN 55 AND A SMOKE DEVEL OPVENT NOT GREATER  THAN 4o0 IN TO d5% MAXIMUM DENSITY PER ASTM D-I557 ON BOTH SIDES OF THE STRUCTURE BY IDE INTEGRAL NATER REPELLENTS [N THE MANUF. OF THE CONCRETE MASONRY UN M 1L
A ANCE NITH ASST. E84 REGUIREMENTS. ONNE VIDE HAND COMPACTORS. HEAVY COMPACTING ROLLERS SHALL BE KEPT 10 FEET PROVIDE INTESR R REF TSINT VP OF THE CONCRETE MASONRY UNITS. 2. SECURE REBAR AND HOLD IN PLACE WITH GALVANIZED METAL ACCESSORIES, OR <
CCORDANCE WITH ASST. REQUIR TS. ONNER  TO PROVID CLEAR OF THE STRUCTURE PROVIDE PAN FLASHING WNITH WEEPS AT BASE +/- 8" AFF —
DOCUMENTATION. : PLASTIC BOOTED CHAIRS, OR CONCRETE BLOCKS, THICKNESS TO BE EQUAL TO THE n 4 N
CHAIR HEIGHT.
PROVIDE "DUR-O-WALL" RE-STEEL: USE No. & LADDER TYPE ONLY, BLOCKWORK - EVERY
24. CONTRACTOR SHALL PROVIDE ALL NECESSARY SIGNAGE PER SECTION 110 OF > NG TROZER MALERIAL SHALL BE USED AS FILL ANP NO FILL SRALL BE FLACED ON o o - e &L L. BL n I ) O
THE 2021 MBC AND SECTION 7032 OF THE ANSI AllT.l. COORDINATE ALL SIGNAGE : ‘ 3. ALL RE-STEEL SHALL BE INTERMEDIATE GRADE NEWN BILLET STEEL, ASTM I5. 0N =
N D SPECITICATIONS WITH ARCHITECT PRIOR To FURCHASE AND 6. USE ONLY CLEAN COMPACTED SAND OR CRUSHED CONCRETE UNDER THE FLOOR ALL MASONRY BEARING STEEL BEAMS AND LINTELS TO BEAR &' MINIMUM ON THREE 4 PLACE (2) 45 BARS CONTINUOUS (N TOP AND BOTTOM OF ALL WALL FOOTINGS. GRADE €YV Q| W
SLAB AND PAVED AREAS WHERE AGGREGATE BASE COURSE 1S NOT SPECIFIED. COURSES SOLID MASONRY, WITH 2 - 3/4" BOLTS EACH END, UNLESS OTHERWISE NOTED. BEAMSAND AT THE SIDES OF ALL OPENINGS, UNLESS NOTED OTHERWISE ON THE
DRANINGS. : :
25. ALL PROTRUDING OBJIECTS ON CIRCULATION PATHS SHALL COMPLY AITH 7. REMOVE ALL EXCESS MATERIAL OFF THE SITE. UNLESS OTHERWISE NOTED, PROVIDE 4" x 3 1/2" x 5/16" ANGLE (LL\.) LINTEL FOR EACH 4" DRAWN: | DESIGNED: | CHECKED:
SECTION SOT OF THE ANSTAIT OF MASONRY FOR SPANS UP TO 3-0" MAXIMUM. 5. ANCHOR BOLT SIZE AND LOCATION SHALL BE FURNISHED BY BUILDING OR EQUIPMENT
6. ALL EXPOSED STEEL SHALL BE PRIMED WITH RUST INHIBITIVE BAINT. TYPICAL 8. WHERE FOOTINGS CHANGE ELEVATIONS, STEP DOWN FOOTINGS ON FIRM BEARING | MANUPACTURER AND SHALL BE INSTALLED Br THIS CONTRACTOR FROM APPROVED DM A A
: : AT THE RATE OF ONE FOOT VERTICAL TO TNO FEET HORIZONTAL. ALL DOUBLE ANGLE LINTELS SHALL BE WELDED BACK TO BACK WITH A 3/16" FILLER WELD SHOP DRANNES
FOR ALL EXPOSED STEEL. :
WITH MINIMUM 2 INCH STITCH WELD EVERY & INCHES. SCALE
4. STEP DOWN ALL FOOTINGS ADJIACENT TO SUMPS, PITS, SENERS, TANKS, EXISTING t.
2 A o T R i PENETRATIONS. FLASH WITH METAL ¢ UNDERGROUND WORK, ETC., AND WHEREVER PRESSURE PLANE OF FOOTINGS MAY BE PROVIDE BULLNOSE EDGE FOR ALL EXPOSED CMU EDGES. SEE TYPICAL MASONRY
: CUT BY DEEPER EXCAVATION. DROP THE FOOTING DOAN TO THE BOTTOM OF THE DETAILS. FILE NAME : od|24_T.003

EXCAVATION FOR SUCH WORK TO FIRM BEARING.

285. CONTRACTOR TO VERIFY ALL STRUCTURAL, CIVIL AND LANDSCAFPE WITH
RESPECTIVE DRANINGS. |IF THERE 1S5 A VARIANCE WITHIN ANY OF THE

VERIFY BRICK SELECTION WITH ARCHITECT AND ONNER.

0. WALL AND PIER FOOTINGS SHALL BE A MIN. OF 12 INCH THICK AND SHALL PROJECT JOB # od|24
DRANINGS, THE CONTRACTOR IS TO NOTIFY THE ARCHITECT. A MINIMUM OF 6" BEYOND THE FACE OF WALLS, PIERS, STACKS, ETC., UNO. PROVIDE FOAM INSULATION FOR ALL CMU WALLS (MIN R-12).
24, ggg‘;;?ﬁfg%;imﬁzg YAgéblﬁggﬁB;geég\@@%ﬁ]NE% %fi@%%c@gg ANCIES Il UNLESS OTHERWISE NOTED, PROVIDE (2) #5 ADDITIONAL BARS AROUND ALL PROVIDE MASONRY CONTROL JOINTS FOR ALL MASONRY WALLS AT A MAXIMUM 20'-0" SHEET TIMLE
: : OPENINGS IN WALL OR SLAB. EXTEND BARS 2 FEET BEYOND OPENING IN TO THE APART AND MAXIMUM OF 5-0" FROM EACH WALL CORNER. BOND BEAM STEEL TO GENERAL
WALL OR SLAB. CONTINUE THROUGH JOINTS. REFER TO SHEET AXXX ELEVATIONS.
INFORMATION

30.THE DESIGN PROFESSIONAL IN RESPONSIBLE CHARGE: SAMIR M. KARIM
#301038452

3l. ALL FIRE RATED WALLS SHALL EXTEND UP TO AND BE SEALED TO THE
UNDERSIDE OF FLOOR / ROOF DECK - REFER TO CODE PLAN SHEET(S).

12. PLACE SLAB ON GRADE IN CHECKERBOARD PATTERN OR IN AN ALTER- NATE PROVIDE BUILDING EXPANSION JOINT WHERE NEW BUILDING CONSTRUCTION INTERSECTS
LANES. CONSTRUCTION JOINTS OR CONTROL JOINTS SHALL BE PROVIDED SFPACED EXISTING CONSTRUCTION. '
NO GREATER THAN 20 FEET, UNLESS SHONWN OTHERWISE. SHEET #

MASONRY COMPRESSIVE STRENGTH F'm TO BE 1,500 PSI (MINIMUM) TYPE |, GRADE N.

MORTAR- TYPE M OR S, 2500 PSl. MORTAR - TYPE TO CONFORM TO ASTM C270-07.
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MASONRY CONSTRUCTION/ DESIGN STANDARD TO COMPLY WITH AMERICAN CONC. INSTITUTE ACI  530-11, AMERICAN SOCIETY OF CIVIL ENG. ASCE 5-11 AND THE MASONRY SOCIETY. TMS 402-11. STEEL BAR REINFORCEMENT SHALL CONFORM TO ASTM A615, GRADE 60. HORIZONTAL JOINT REINFORCEMENT SHALL BE “LADDER TYPE WITH 3/16 DIAMETER LONGITUDINAL BARS. PROVIDE INTEGRAL WATER REPELLENTS IN THE MANUF. OF THE CONCRETE MASONRY UNITS. PROVIDE PAN FLASHING WITH WEEPS AT BASE +/- 8" AFF PROVIDE "DUR-O-WALL" RE-STEEL: USE No. 8 LADDER TYPE ONLY, BLOCKWORK - EVERY 16". ALL MASONRY BEARING STEEL BEAMS AND LINTELS TO BEAR 8" MINIMUM ON THREE COURSES SOLID MASONRY, WITH 2 - 3/4" BOLTS EACH END, UNLESS OTHERWISE NOTED. UNLESS OTHERWISE NOTED, PROVIDE 4" x 3 1/2" x 5/16"  ANGLE  (L.L.V.) LINTEL FOR EACH 4" OF MASONRY FOR SPANS UP TO 5'-0" MAXIMUM. ALL DOUBLE ANGLE LINTELS SHALL BE WELDED BACK TO BACK WITH A 3/16" FILLER  WELD WITH MINIMUM 2 INCH STITCH WELD EVERY 8 INCHES. PROVIDE BULLNOSE EDGE FOR ALL EXPOSED CMU EDGES.  SEE TYPICAL MASONRY DETAILS. VERIFY BRICK SELECTION WITH ARCHITECT AND OWNER. PROVIDE FOAM INSULATION FOR ALL CMU WALLS (MIN R-12). PROVIDE MASONRY CONTROL JOINTS FOR ALL  MASONRY WALLS AT A MAXIMUM 20'-0" APART  AND MAXIMUM OF 5'-0" FROM EACH WALL CORNER. BOND BEAM STEEL TO CONTINUE THROUGH JOINTS. REFER TO SHEET A.XXX ELEVATIONS. PROVIDE BUILDING EXPANSION JOINT WHERE NEW BUILDING CONSTRUCTION INTERSECTS EXISTING CONSTRUCTION. MASONRY COMPRESSIVE STRENGTH F'm TO BE 1,500 PSI (MINIMUM) TYPE I, GRADE N. MORTAR- TYPE M OR S, 2,500 PSI. MORTAR - TYPE TO CONFORM TO ASTM C270-07.
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MASONRY WORK:
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MATERIAL SPECIFICATION & SUBMITTALS:
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REINFORCING STEEL:
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METAL DECK:
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B.  CONTACT SURFACES IN FRICTION TYPE CONNECTIONS.
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A.  SURFACES THAT ARE IN CONTACT WITH CONCRETE.

AutoCAD SHX Text
1. DETAILING AND PLACING OF REINFORCING SHALL CONFORM TO AIC MANUAL OF DETAILING AND PLACING OF REINFORCING SHALL CONFORM TO AIC MANUAL OF STANDARD PRACTICE FOR DETAILING REINFORCED CONCRETE STRUCTURES. 2. SECURE REBAR  AND HOLD IN PLACE WITH GALVANIZED METAL ACCESSORIES, OR SECURE REBAR  AND HOLD IN PLACE WITH GALVANIZED METAL ACCESSORIES, OR PLASTIC BOOTED CHAIRS, OR CONCRETE BLOCKS, THICKNESS TO BE EQUAL TO THE CHAIR HEIGHT. 3. ALL RE-STEEL SHALL BE INTERMEDIATE GRADE NEW BILLET STEEL, ASTM 15. ALL RE-STEEL SHALL BE INTERMEDIATE GRADE NEW BILLET STEEL, ASTM 15. 4. PLACE (2) #5 BARS CONTINUOUS IN TOP AND BOTTOM OF ALL WALL FOOTINGS, GRADE PLACE (2) #5 BARS CONTINUOUS IN TOP AND BOTTOM OF ALL WALL FOOTINGS, GRADE BEAMS,AND AT THE SIDES OF ALL OPENINGS, UNLESS NOTED OTHERWISE ON THE DRAWINGS. 5. ANCHOR BOLT SIZE AND LOCATION SHALL BE FURNISHED BY BUILDING OR EQUIPMENT  ANCHOR BOLT SIZE AND LOCATION SHALL BE FURNISHED BY BUILDING OR EQUIPMENT  MANUFACTURER, AND SHALL BE INSTALLED BY THIS CONTRACTOR FROM APPROVED SHOP  DRAWINGS.
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CONCRETE WORK:
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1. CONCRETE CONSTRUCTION SHALL CONFORM TO ACI 318-08 BUILDING CODE CONCRETE CONSTRUCTION SHALL CONFORM TO ACI 318-08 BUILDING CODE REQUIREMENTS FOR REINFORCED CONCRETE, AND ACI STANDARD 301-99 BY AMERICAN CONCRETE INSTITUTE, AND CRSI STANDARD FOR PLACING CONCRETE. 2. DETAILS AND DETAILING OF CONCRETE REINFORCEMENT SHALL CONFORM TO ACI DETAILS AND DETAILING OF CONCRETE REINFORCEMENT SHALL CONFORM TO ACI 315-99 STANDARDS AND ALSO TO THE MANUAL OF STANDARD PRACTICES AS PUBLISHED BY CRSI. 3. UNLESS OTHERWISE NOTED ALL CONCRETE SHALL BE NORMAL WEIGHT AND SHALL UNLESS OTHERWISE NOTED ALL CONCRETE SHALL BE NORMAL WEIGHT AND SHALL DEVELOP MINIMUM COMPRESSIVE STRENGTH AT 28 DAYS AS FOLLOWS: TRENCH AND PAD FOOTINGS  .........3,000 PSI FOUNDATION WALLS AND PIERS ....3,000 PSI INTERIOR SLAB-ON-GRADE ..............2,500 PSI EXTERIOR SLAB ON GRADE .............3,500 PSI (AIR ENTRAINED)   4. UNLESS OTHERWISE NOTED, MINIMUM CONCRETE COVER FOR REINFORCING STEEL SHALL UNLESS OTHERWISE NOTED, MINIMUM CONCRETE COVER FOR REINFORCING STEEL SHALL BE 3/4 INCH FOR SLABS, 1.5 INCH FOR BEAMS, COLUMNS AND PIERS, AND 1 INCH FOR WALLS. ALL CONCRETE EXPOSED TO WEATHER OR EARTHFILL SHALL HAVE A MINIMUM COVER OF 1.5 INCHES FOR #5 BARS OR SMALLER, 2 INCH FOR BARS LARGER THAN #5 AND 3 INCH FOR CONCRETE PLACED AGAINST EARTH. 5. CHAMFER ALL EXPOSED EDGES BY 3/4 INCHES. CHAMFER ALL EXPOSED EDGES BY 3/4 INCHES. 6. VERIFY LOCATION AND DIMENSION OF ALL OPENINGS AND ALL EMBEDDED SLEEVES, VERIFY LOCATION AND DIMENSION OF ALL OPENINGS AND ALL EMBEDDED SLEEVES, FLOOR DRAINS, ROOF SUMPS, ETC., AS REQUIRED FOR DIFFERENT TRADES PRIOR TO POURING OF CONCRETE. 7. PROVIDE HORIZONTAL BENT BARS AT ALL CORNERS AND INTERSECTIONS OF CONCRETE PROVIDE HORIZONTAL BENT BARS AT ALL CORNERS AND INTERSECTIONS OF CONCRETE WALL OR GRADE BEAMS OF SAME SIZE AND SPACING AS HORIZONTAL WALL OR BEAM REINFORCING. USE BENT DOWELS TO DEVELOP ANCHORAGE, IF NECESSARY. DOWELS TO EXTEND 24 BAR DIAMETERS INTO EACH MEMBER. 8. UNLESS OTHERWISE NOTED, PROVIDE VERTICAL DOWELS FROM FOOTINGS TO PIERS AND UNLESS OTHERWISE NOTED, PROVIDE VERTICAL DOWELS FROM FOOTINGS TO PIERS AND TO WALLS OF SAME SIZE AND SPACING AS VERTICAL REINFORCING. OFFSET FOR DOWELS AS REQUIRED. DOWELS TO EXTEND 24 BAR DIAMETERS INTO EACH MEMBER AT THE JOINT. 9. CONCRETE WALLS SHALL BE PLACED IN ALTERNATE SECTIONS NOT EXCEEDING 100 CONCRETE WALLS SHALL BE PLACED IN ALTERNATE SECTIONS NOT EXCEEDING 100 FEET BETWEEN CONSTRUCTION JOINTS. CONSTRUCTION JOINTS SHALL NOT BE SPACED MORE THAN 25 FEET FROM CORNER. PROVIDE A CRACK CONTROL JOINT AT A 25 FEET MAXIMUM SPACING. 10. CONSTRUCTION JOINTS SHALL BE PLACED AT THE CENTER OF SPANS WITH A VERTICAL CONSTRUCTION JOINTS SHALL BE PLACED AT THE CENTER OF SPANS WITH A VERTICAL BULKHEAD. 11. SLABS, BEAMS AND FOOTINGS SHALL BE PLACED WITH OUT HORIZONTAL JOINTS. SLABS, BEAMS AND FOOTINGS SHALL BE PLACED WITH OUT HORIZONTAL JOINTS. 12. CONCRETE OVER METAL DECK FOR ROOF AND SUPPORTED FLOORS AS INDICATED ON CONCRETE OVER METAL DECK FOR ROOF AND SUPPORTED FLOORS AS INDICATED ON THE PLANS SHALL BE 145 PCF AND SHALL DEVELOP MINIMUM  COMPRESSIVE STRENGTH OF 4000 PSI AT 28 DAYS. 13. CONCRETE EXPOSED TO WEATHER SHALL BE AIR -ENTRAINED. AIR CONTENT TO BE 6% CONCRETE EXPOSED TO WEATHER SHALL BE AIR -ENTRAINED. AIR CONTENT TO BE 6%  1 %. 14. ALL REINFORCING STEEL SHALL BE DEFORMED BARS GRADE 60 CONFORMING TO THE ALL REINFORCING STEEL SHALL BE DEFORMED BARS GRADE 60 CONFORMING TO THE LATEST EDITION OF ASTM A-615/A 615M-00 OR ASTM-616 AND HAVE A MINIMUM YIELD STRENGTH OF 60000 PSI. 15. WELDED WIRE FABRIC SHALL CONFORM TO ASTM A185-85 USING COLD DRAWN WIRE WELDED WIRE FABRIC SHALL CONFORM TO ASTM A185-85 USING COLD DRAWN WIRE CONFORMING TO ASTM A82-01.
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STRUCTURAL STEEL:
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THE STRUCTURAL INTEGRITY OF THE BUILDING SHOWN ON THESE PLANS IS DEPENDENT UPON COMPLETION ACCORDING TO THE PLANS AND SPECIFICATIONS. STRUCTURAL MEMBERS ARE NOT SELF-BRACING UNTIL PERMANENTLY AFFIXED TO THE STRUCTURE AS DIRECTED. THE ARCHITECT/STRUCTURAL ENGINEERS ASSUME NO LIABILITY FOR THE STRUCTURE DURING CONSTRUCTION. MEANS AND METHODS OF CONSTRUCTION AND JOB SITE SAFETY ARE THE SOLE RESPONSIBILITY OF THE CONTRACTOR'S
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1.

AutoCAD SHX Text
ALL DRAWINGS SHOW THE INTENT AND CONCEPT OF THE CONNECTIONS BUT NOT THE DETAIL OF BOLTS AND WELDS. ALL CONNECTIONS NOT DETAILED SHALL BE DESIGNED, DETAILED AND MANUFACTURED BY THE FABRICATOR.
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C.  SURFACES WHICH METAL FLOOR DECK AND/OR SHEAR      STUDS ARE TO BE WELDED.

AutoCAD SHX Text
D.  SURFACES TO BE WELDED SHALL NOT BE PAINTED WITHIN      THREE  INCHES OF THE WELD.

AutoCAD SHX Text
PAINT ONE COAT OF PRIMER ON ALL EXPOSED SURFACES EXCEPT FOR THE FOLLOWING SURFACES WHICH WILL NOT BE PAINTED :

AutoCAD SHX Text
REFER TO ARCHITECTURAL DRAWINGS FOR ADDITIONAL ANGLES, PLATES, BARS, CLIPS, ETC., ATTACHED TO STRUCTURAL STEEL. VERIFY EXACT SIZE AND LOCATION OF ALL FLOOR AND ROOF OPENINGS WITH CONTRACTOR INVOLVED.  WHERE THERE IS A CONTRADICTION BETWEEN ARCHITECTURAL AND STRUCTURAL DRAWINGS, STRUCTURAL DRAWINGS SHALL OVERRIDE.

AutoCAD SHX Text
1. METAL DECK SHALL CONFORM TO ALL REQUIREMENTS OF "BASIC DESIGN METAL DECK SHALL CONFORM TO ALL REQUIREMENTS OF "BASIC DESIGN SPECIFICATION" AS ADOPTED BY THE STEEL DECK INSTITUTE (S.D.I.). 2. ALL METAL DECK WORK SHALL COMPLY WITH APPLICABLE REQUIRED MENTS OF AISI, ALL METAL DECK WORK SHALL COMPLY WITH APPLICABLE REQUIRED MENTS OF AISI, SPECIFICATION FOR THE DESIGN OF COLD FORMED STEEL STRUCTURAL MEMBERS, AWS-STRUCTURAL WELDING CODE D1-1, STEEL DECK INSTITUTE. 3. LOADS SHALL NOT BE HUNG FROM ROOF DECK. LOADS SHALL NOT BE HUNG FROM ROOF DECK. 4. METAL DECK TO BE CONNECTED TO SUPPORTING MEMBERS AS PER RECOMMENDATION METAL DECK TO BE CONNECTED TO SUPPORTING MEMBERS AS PER RECOMMENDATION BY SDI OR AS SPECIFIED. 5. ROOF DECK SHALL HAVE MANUFACTURER'S STANDARD RUST INHIBITIVE PAINT. ROOF DECK SHALL HAVE MANUFACTURER'S STANDARD RUST INHIBITIVE PAINT. 6. UNLESS NOTED, ROOF DECK SHALL BE MANUFACTURED FROM STEEL CONFORMING TO UNLESS NOTED, ROOF DECK SHALL BE MANUFACTURED FROM STEEL CONFORMING TO ASTM A446, GRADE A. 7. UNLESS NOTED, FLOOR DECK SHALL BE COMPOSITE DECK AND SHALL BE UNLESS NOTED, FLOOR DECK SHALL BE COMPOSITE DECK AND SHALL BE MANUFACTURED FROM STEEL CONFORMING TO ASTM A446, GRADE A. COMPOSITE DECK SHALL BE FORMED WITH DEFORMATION TO PROVIDE A MECHANICAL LOCK BETWEEN CONCRETE AND STEEL. 8. THE CONTRACTOR SHALL FURNISH ALL ACCESSORIES INCLUDING CLOSURES, "Z" THE CONTRACTOR SHALL FURNISH ALL ACCESSORIES INCLUDING CLOSURES, "Z" CLOSURES, COLUMN CLOSURES, SCREED ANGLES AND GIRDER FILLERS, AS REQUIRED. 9. METAL DECK SHALL BE CONTINUOUS OVER THREE SPANS WHEREVER INDICATED. METAL DECK SHALL BE CONTINUOUS OVER THREE SPANS WHEREVER INDICATED. SINGLE AND DOUBLE SPANS SHALL COMPLY WITH "STEEL DECK INSTITUTE" REQUIREMENT. 10. ALL METAL DECKING SHALL BE WELDED TO THE STEEL BEAM WITH A 3/4 INCH PLUG ALL METAL DECKING SHALL BE WELDED TO THE STEEL BEAM WITH A 3/4 INCH PLUG WELD AT THE FLUTES NOT EXCEEDING 12 INCHES APART. 11. ALL INTERIOR ROOF SUMPS SHALL HAVE AN OVER FLOW 3" ABOVE ROOF SURFACEALL INTERIOR ROOF SUMPS SHALL HAVE AN OVER FLOW 3" ABOVE ROOF SURFACE
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REFER TO CIVIL DRAWINGS FOR ALL SITE INFORMATION AND STRUCTURAL DRAWINGS FOR ALL BACKFILLING/FOUNDATION INFORMATION.  CIVIL DRAWINGS SHALL OVERRIDE THE SITE NOTES IN THIS SECTION AND STRUCTURAL DRAWINGS SHALL OVERRIDE THE BACKFILLING NOTES IN THIS SECTION.
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1. REMOVE ALL TOP SOIL, BRUSH, ROOTS, TREES, RUBBISH AND ALL OBSTRUCTIONS TO REMOVE ALL TOP SOIL, BRUSH, ROOTS, TREES, RUBBISH AND ALL OBSTRUCTIONS TO THE WORK FROM THE AREAS OF BOTH CUT AND FILL. REMOVE EXISTING FILL WITHIN BUILDING AREA AND REPLACE WITH COMPACTED SAND FILL AS REQUIRED. 2. PRIOR TO BACKFILLING TRENCHES OR FILLING EMBANKMENTS AT THE BUILDING PRIOR TO BACKFILLING TRENCHES OR FILLING EMBANKMENTS AT THE BUILDING AREA PROOF ROLL THE AREA WITH A 10 TON TRUCK LOADED WITH SOIL. ANY AREA UNDER THE WHEEL THAT SHOWS A DEPRESSION MORE THAN ONE INCH SHALL BE REMOVED TWO FOOT DEEP AND REPLACED WITH APPROVED FILL MATERIAL FREE OF ORGANIC MATERIAL AND WITH GRAIN SIZE LESS THAN 2 INCHES AND WITH GRADATION THAT CAN BE COMPACTED TO 95% MAXIMUM DRY DENSITY PER ASTM D-1557. 3. SAND SHALL BE COMPACTED IN 8 INCH LOOSE LIFTS TO 95 % MAXIMUM DENSITY SAND SHALL BE COMPACTED IN 8 INCH LOOSE LIFTS TO 95 % MAXIMUM DENSITY PER  ASTM D-1557 AND THE REMAINING 12 INCH SPACE SHALL BE FILLED WITH CRUSHED  AGGREGATE MDOT- 22A COMPACTED IN 6 INCH LAYERS TO 95% MAXIMUM DENSITY  PER ASTM D-1557. ALL COMPACTION SHALL BE SUPERVISED BY A COMPETENT TESTING  LABORATORY RETAINED BY THE CONTRACTOR AND APPROVED BY THE ARCHITECT. 4. BACKFILL AGAINST GRADE BEAMS OR WALLS SHALL CONSIST OF GRANULAR FILL BACKFILL AGAINST GRADE BEAMS OR WALLS SHALL CONSIST OF GRANULAR FILL FREE OF ORGANICS AND NO MORE THAN 3 PERCENT SILT OR CLAY WITH PARTICLE SIZE LESS THAN 4 INCHES IN DIAMETER AND PASSING NO.4 SIEVE BY 25 TO 70 PERCENT NOTIFY ARCHITECT/ENGINEER IF POOR SOIL CONDITIONS ARE FOUND AT THE SITE. BACKFILL SHALL BE PLACED IN 8 INCH LOOSE LIFTS AND COMPACTED TO 95% MAXIMUM DENSITY PER ASTM D-1557 ON BOTH SIDES OF THE STRUCTURE BY HAND COMPACTORS. HEAVY COMPACTING ROLLERS SHALL BE KEPT 10 FEET CLEAR OF THE STRUCTURE. 5. NO FROZEN MATERIAL SHALL BE USED AS FILL AND NO FILL SHALL BE PLACED ON NO FROZEN MATERIAL SHALL BE USED AS FILL AND NO FILL SHALL BE PLACED ON FROZEN GROUND. 6. USE ONLY CLEAN COMPACTED SAND OR CRUSHED CONCRETE UNDER THE FLOOR USE ONLY CLEAN COMPACTED SAND OR CRUSHED CONCRETE UNDER THE FLOOR SLAB AND PAVED AREAS WHERE AGGREGATE BASE COURSE IS NOT SPECIFIED. 7. REMOVE ALL EXCESS MATERIAL OFF THE SITE. REMOVE ALL EXCESS MATERIAL OFF THE SITE. 8. WHERE FOOTINGS CHANGE ELEVATIONS, STEP DOWN FOOTINGS ON FIRM BEARING WHERE FOOTINGS CHANGE ELEVATIONS, STEP DOWN FOOTINGS ON FIRM BEARING AT THE RATE OF ONE FOOT VERTICAL TO TWO FEET HORIZONTAL. 9. STEP DOWN ALL FOOTINGS ADJACENT TO SUMPS, PITS, SEWERS, TANKS, EXISTING STEP DOWN ALL FOOTINGS ADJACENT TO SUMPS, PITS, SEWERS, TANKS, EXISTING UNDERGROUND WORK, ETC., AND WHEREVER PRESSURE PLANE OF FOOTINGS MAY BE CUT BY DEEPER EXCAVATION. DROP THE FOOTING DOWN TO THE BOTTOM OF THE EXCAVATION FOR SUCH WORK TO FIRM BEARING. 10. WALL AND PIER FOOTINGS SHALL BE A MIN. OF 12 INCH THICK AND SHALL PROJECT WALL AND PIER FOOTINGS SHALL BE A MIN. OF 12 INCH THICK AND SHALL PROJECT A MINIMUM OF 6" BEYOND THE FACE OF WALLS, PIERS, STACKS, ETC., UNO. 11. UNLESS OTHERWISE NOTED, PROVIDE (2) #5 ADDITIONAL BARS AROUND ALL UNLESS OTHERWISE NOTED, PROVIDE (2) #5 ADDITIONAL BARS AROUND ALL OPENINGS IN WALL OR SLAB. EXTEND BARS 2 FEET BEYOND OPENING IN TO THE WALL OR SLAB. 12. PLACE SLAB ON GRADE IN CHECKERBOARD PATTERN OR IN AN ALTER- NATE PLACE SLAB ON GRADE IN CHECKERBOARD PATTERN OR IN AN ALTER- NATE LANES. CONSTRUCTION JOINTS OR CONTROL JOINTS SHALL BE PROVIDED SPACED NO GREATER THAN 20 FEET, UNLESS SHOWN OTHERWISE.
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SITE WORK:
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GENERAL CONDITIONS:
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1. CONSTRUCTION MANAGER (C.M.) AND SUB-CONTRACTORS SHALL FIELD VERIFY CONSTRUCTION MANAGER (C.M.) AND SUB-CONTRACTORS SHALL FIELD VERIFY ALL DIMENSIONS AND EXISTING CONDITIONS. IF DISCREPANCIES OCCUR CONTRACTOR SHALL NOTIFY ARCHITECT OF ANY.  ALL EXISTING DIMENSIONS SHALL BE  FIELD VERIFIED PRIOR TO CONSTRUCTION.  ARCHITECT SHALL BE NOTIFIED OF ANY INTERFERENCE WITH THE PROPOSED WORK. 2. C.M. AND CONTRACTORS SHALL COMPLY WITH 2012 LIFE SAFETY CODE C.M. AND CONTRACTORS SHALL COMPLY WITH 2012 LIFE SAFETY CODE HANDBOOK (NATIONAL FIRE PROTECTION ASSOCIATION = NFPA 101) AND ALL APPLICABLE CODES. 3. C.M. AND THE CONTRACTORS SHALL COMPLY WITH ALL CODES CURRENTLY IN C.M. AND THE CONTRACTORS SHALL COMPLY WITH ALL CODES CURRENTLY IN EFFECT IN THE CITY OF ROCHESTER HILLS AND THE STATE OF MICHIGAN. APPLICABLE CODES AND STANDARDS: 2021 MICHIGAN BUILDING CODE (MBC)  2021 MICHIGAN REHABILITATION CODE FOR EXISTING BUILDINGS 2021 MICHIGAN MECHANICAL CODE (MMC)  2021 MICHIGAN PLUMBING CODE (MPC) 2023 NATIONAL ELECTRICAL CODE WITH MICHIGAN PART 8 AMENDMENTS    STATE OF MICHIGAN ELECTRICAL CODE 2017 ICC A117.1 ACCESSIBLE AND USEABLE BUILDING AND FACILITIES AS              REFERENCED BY THE MICHIGAN BUILDING CODE     2021 INTERNATIONAL FIRE CODE (IFC) AS REFERENCED BY THE MI BUILDING &        MECHANICAL CODES CITY OF ROCHESTER HILLS ZONING ORDINANCE AND COD FIRE SUPPRESSION 2019 NFPA 13 AND 13R AS REFERENCED BY THE MI BUILDING         & MECHANICAL CODES FIRE ALARM 2019 NFPA 72 AS REFERENCED BY THE MI BUILDING         & MECHANICAL CODES 2021 INTERNATIONAL FUEL GAS CODE AS REFERENCED BY THE MI BUILDING &        MECHANICAL CODES MICHIGAN ELEVATOR CODE 2010 EDITION ASME A17.1 (2013) MICHIGAN BUILDING CODE 2012 - CHAPTER 30 (ELEVATION AND CONVEYING SYSTEMS) ENERGY CODE: 2021 MICHIGAN COMMERCIAL ENERGY CODE AND 2019 ASHRAE 19.1 4. THE EXISTING (ORIGINAL MOSQUE BUILDING) TO HAVE NEW FULLY SPRINKLED & THE EXISTING (ORIGINAL MOSQUE BUILDING) TO HAVE NEW FULLY SPRINKLED & ALARMED SYSTEM. THE EXISTING (ADDITION CIRC. 1999) IS FULLY SPRINKLED & ALARMED (V.I.F.). THE NEW MOSQUE ADDITION TO BE FULLY SPRINKLED & FULLY ALARMED. THE SPRINKLER & ALARM CONTRACTORS SHALL PROVIDE SHOP DRAWINGS FOR THE PROPOSED NEW ADDITION & RENOVATION AREAS FOR A       FULL AREA FIRE SUPPRESSION SYSTEM & A FULL AREA ALARM SYSTEM TO COORDINATE WITH THE EXISTING SYSTEM, TO THE BUILDING DEPARTMENT FOR REVIEW & APPROVAL FOR SEPERATE PERMITS. THE SYSTEM SHALL COMPLY WITH THE 2021 MBC AND ALL APPLICABLE CODES.  5. CONFORM TO A.I.A. DOCUMENT NO. A-201, LATEST EDITION, AND COMPLY WITH CONFORM TO A.I.A. DOCUMENT NO. A-201, LATEST EDITION, AND COMPLY WITH ALL APPLICABLE FEDERAL, STATE AND LOCAL CODES, LAWS, RULES AND REGULATIONS. 6. ALL CONTRACTORS SHALL CARRY ADEQUATE INSURANCE OR OTHERWISE ALL CONTRACTORS SHALL CARRY ADEQUATE INSURANCE OR OTHERWISE SECURE, PROTECT AND HOLD HARMLESS THE OWNER AND ITS AGENTS, THE CM AND ITS AGENTS, AND THE ARCHITECT/ENGINEER FROM ANY LIABILITY OR DAMAGE WHATSOEVER, FOR INJURY (INCLUDING DEATH) TO ANY PERSON OR PROPERTY. 7. CONTRACTOR SHALL COORDINATE W/ THE MECHANICAL AND ELECTRICAL CONTRACTOR SHALL COORDINATE W/ THE MECHANICAL AND ELECTRICAL CONTRACTORS THE LOCATION OF DUCTS, PIPING BOXES, CHASES, CONDUITS, ETC. 8. SUSPENDED ACOUSTICAL CEILING TILES AND GRID SYSTEM SHALL COMPLY NFPA SUSPENDED ACOUSTICAL CEILING TILES AND GRID SYSTEM SHALL COMPLY NFPA 101 AND MBC 2021. 9. GRID WORK SHALL BE SUPPORTED WITH A MINIMUM OF 2-12 GA. HANGER WIRES GRID WORK SHALL BE SUPPORTED WITH A MINIMUM OF 2-12 GA. HANGER WIRES TO STRUCTURE ABOVE. 10. PROVIDE A KNOX BOX FOR FIRE DEPARTMENT ACCESS. LOCATE ON BLD'G. AS PROVIDE A KNOX BOX FOR FIRE DEPARTMENT ACCESS. LOCATE ON BLD'G. AS PER FIRE MARSHALL MIN. 11. ALL PENETRATIONS IN WALLS FOR PIPING, CONDUIT, ETC. SHALL BE SEALED. ALL PENETRATIONS IN WALLS FOR PIPING, CONDUIT, ETC. SHALL BE SEALED. 12. C.M. WILL SUPPLY SECURED STAGING AREA AND OFFICE TRAILER. C.M. WILL SUPPLY SECURED STAGING AREA AND OFFICE TRAILER. 13. C.M. WILL COMPLY WITH ENVIRONMENTAL AGENCIES. C.M. WILL COMPLY WITH ENVIRONMENTAL AGENCIES. 14. C.M. WILL SUPPLY TOILET FACILITIES FOR ALL TRADES. C.M. WILL SUPPLY TOILET FACILITIES FOR ALL TRADES. 15. C.M. WILL COMPLY WITH DEWATERING AS NECESSARY. C.M. WILL COMPLY WITH DEWATERING AS NECESSARY. 16. ALL SUBCONTRACTORS WILL BE RESPONSIBLE TO KEEP A CLEAN SITE AT ALL ALL SUBCONTRACTORS WILL BE RESPONSIBLE TO KEEP A CLEAN SITE AT ALL TIMES. 17. EXTERIOR WOOD, PLYWOOD, BELOW GRADE, TO 8" ABOVE GRADE AND AT EXTERIOR WOOD, PLYWOOD, BELOW GRADE, TO 8" ABOVE GRADE AND AT PARAPET SHALL BE PRESERVATIVE TREATED. 18. TEMPORARY BRACING, GUYING AND TIE DOWNS OF THE STRUCTURE DURING TEMPORARY BRACING, GUYING AND TIE DOWNS OF THE STRUCTURE DURING ERECTION SHALL BE THE RESPONSIBILITY OF THE ERECTOR AND CONTRACTOR. THE ENGINEER AND ARCHITECT ASSUME NO RESPONSIBILITY FOR THE ABSENCE, PRESENCE OR ADEQUACY OF ANY TEMPORARY BRACING. 19. THE STRUCTURAL DRAWINGS ARE FOR THE PLACEMENT AND SIZE OF THE STRUCTURAL DRAWINGS ARE FOR THE PLACEMENT AND SIZE OF STRUCTURAL COMPONENTS ONLY. O.S.H.A., D.N.R. AND SAFETY CODE REQUIREMENTS ARE DETERMINED AND PROVIDED BY OTHERS. 20. WHERE A DETAIL IS SHOWN FOR ONE CONDITION, IT SHALL APPLY FOR ALL  WHERE A DETAIL IS SHOWN FOR ONE CONDITION, IT SHALL APPLY FOR ALL  LIKE OR SIMILAR CONDITIONS (UNLESS NOTED OTHERWISE). 21. THE CONTRACTOR SHALL VERIFY AND COORDINATE FLOOR AND ROOF MOUNTED THE CONTRACTOR SHALL VERIFY AND COORDINATE FLOOR AND ROOF MOUNTED MECHANICAL EQUIPMENT WEIGHTS, SIZES AND, LOCATIONS, ALSO FLOOR AND MECHANICAL ROOF OPENING SIZES AND LOCATIONS WITH ARCHITECTURAL, STRUCTURAL AND MECHANICAL DRAWINGS. 22. ALL PLYWOOD, WOOD BLOCKING & NAILERS TO BE NON COMBUSTIBLE. ALL PLYWOOD, WOOD BLOCKING & NAILERS TO BE NON COMBUSTIBLE. 23. ALL EXPOSED INSULATION SHALL HAVE A CLASS "A" FLAME SPREAD  NOT ALL EXPOSED INSULATION SHALL HAVE A CLASS "A" FLAME SPREAD  NOT GREATER THAN 25 AND A SMOKE DEVELOPMENT NOT GREATER  THAN 450 IN ACCORDANCE WITH ASST. E84 REQUIREMENTS. OWNER  TO PROVIDE DOCUMENTATION. 24. CONTRACTOR SHALL PROVIDE ALL NECESSARY SIGNAGE PER SECTION 1110 OF CONTRACTOR SHALL PROVIDE ALL NECESSARY SIGNAGE PER SECTION 1110 OF THE 2021 MBC AND SECTION 703 OF THE ANSI A117.1. COORDINATE ALL SIGNAGE REQUIREMENTS AND SPECIFICATIONS WITH ARCHITECT PRIOR TO PURCHASE AND INSTALLATION. 25. ALL PROTRUDING OBJECTS ON CIRCULATION PATHS SHALL COMPLY WITH ALL PROTRUDING OBJECTS ON CIRCULATION PATHS SHALL COMPLY WITH SECTION 307 OF THE ANSI A117.1.  26. ALL EXPOSED STEEL SHALL BE PRIMED WITH RUST INHIBITIVE PAINT. TYPICAL ALL EXPOSED STEEL SHALL BE PRIMED WITH RUST INHIBITIVE PAINT. TYPICAL FOR ALL EXPOSED STEEL.   27. INFILL AROUND ALL EXTERIOR WALL PENETRATIONS.  FLASH WITH METAL & INFILL AROUND ALL EXTERIOR WALL PENETRATIONS.  FLASH WITH METAL & RUBBER AND SEAL TIGHT AT WALL. 28. CONTRACTOR TO VERIFY ALL STRUCTURAL, CIVIL AND LANDSCAPE WITH CONTRACTOR TO VERIFY ALL STRUCTURAL, CIVIL AND LANDSCAPE WITH RESPECTIVE DRAWINGS.  IF THERE IS A VARIANCE WITHIN ANY OF THE DRAWINGS, THE CONTRACTOR IS TO NOTIFY THE ARCHITECT. 29. CONTRACTOR TO VERIFY ALL PLUMBING, HVAC AND ELECTRICAL WITH CONTRACTOR TO VERIFY ALL PLUMBING, HVAC AND ELECTRICAL WITH RESPECTIVE DRAWINGS. ARCHITECT TO BE NOTIFIED OF ANY DISCREPANCIES. 30. THE DESIGN PROFESSIONAL IN RESPONSIBLE CHARGE: SAMIR M. KARIM THE DESIGN PROFESSIONAL IN RESPONSIBLE CHARGE: SAMIR M. KARIM #1301038452 31. ALL FIRE RATED WALLS SHALL EXTEND UP TO AND BE SEALED TO THE ALL FIRE RATED WALLS SHALL EXTEND UP TO AND BE SEALED TO THE UNDERSIDE OF FLOOR / ROOF DECK - REFER TO CODE PLAN SHEET(S).
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FIRE AND SAFETY:
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REFER TO STRUCTURAL DRAWINGS FOR ALL STRUCTURAL INFORMATION.  STRUCTURAL DRAWINGS SHALL OVERRIDE THE STRUCTURAL STEEL NOTES IN THIS SECTION.
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REFER TO STRUCTURAL DRAWINGS FOR ALL STRUCTURAL INFORMATION.  STRUCTURAL DRAWINGS SHALL OVERRIDE THE REINFORCING STEEL NOTES IN THIS SECTION.
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REFER TO STRUCTURAL DRAWINGS FOR ALL STRUCTURAL INFORMATION.  STRUCTURAL DRAWINGS SHALL OVERRIDE THE METAL DECK NOTES IN THIS SECTION.
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REFER TO STRUCTURAL DRAWINGS FOR ALL STRUCTURAL INFORMATION.  STRUCTURAL DRAWINGS SHALL OVERRIDE THE MASONRY WORK NOTES IN THIS SECTION.
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REFER TO STRUCTURAL DRAWINGS FOR ALL STRUCTURAL INFORMATION.  STRUCTURAL DRAWINGS SHALL OVERRIDE THE CONCRETE WORK NOTES IN THIS SECTION.
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SPECIAL INSPECTIONS SHALL BE PERFORMED BY A THIRD PARTY TESTING AGENCY.  THE SPECIAL INSPECTIONS SHALL INCLUDE; STEEL SHOP DRAWINGS, STEEL CONSTRUCTION, CONCRETE CONSTRUCTION, MASONRY CONSTRUCTION, AND ANY SPECIAL CASES NOT NAMED. ALL TEST AND INSPECTION REPORTS SHALL BE SUBMITTED DIRECTLY TO THE CITY OF ROCHESTER HILLS MI.
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1. WHEREVER INDICATED ON CD'S OF SMOKE TIGHT, CONTRACTOR SHALL COMPLY WHEREVER INDICATED ON CD'S OF SMOKE TIGHT, CONTRACTOR SHALL COMPLY WITH ACCORDANCE WITH NFPA 101 AND 2012 MBC AND ALL APPLICABLE CODES TO MEET THE FOLLOWING: 2. ANY MODIFICATIONS TO EXISTING SPRINKLER AND SMOKE SYSTEMS SHALL COMPLY ANY MODIFICATIONS TO EXISTING SPRINKLER AND SMOKE SYSTEMS SHALL COMPLY WITH 2012 MBC AND ALL APPLICABLE CODES.. 3. SPRINKLER CONTRACTOR SHALL PROVIDE SEPERATE SHOP DRAWINGS OF THE FIRE SPRINKLER CONTRACTOR SHALL PROVIDE SEPERATE SHOP DRAWINGS OF THE FIRE SUPPRESSION SYSTEM AND ALARM SYSTEM TO THE BUILDING DEPARTMENT FOR REVIEW & APPROVAL FOR A SEPERATE PERMITS. 4. AUTOMATIC FIRE SPRINKLER SYSTEM, SUBMISSION OF SHOP DRAWINGS: AUTOMATIC FIRE SPRINKLER SYSTEM, SUBMISSION OF SHOP DRAWINGS: : A.  FIRE SPRINKLER SUPPRESSION SYSTEM IS REQUIRED BY MBC SECTION 903.2.3,     903.2.9 AND 506.3 B.  SUBMIT AUTOMATIC FIRE SPRINKLER SYSTEM SHOP DRAWINGS AND HYDRAULIC CALCULATIONS WITH SUPPORTING DOCUMENTATION AS REQUIRED BY NFPA 13, SECTION CHAPTER 22 UNDER SEPARATE PERMIT REQUIREMENT TO THE BUILDING DEPARTMENT FOR REVIEW AND APPROVAL PRIOR TO COMMENCEMENT OF THIS WORK (107.2.2). 5.  FIRE ALARM SYSTEM : FIRE ALARM SYSTEM :  : A.  FIRE ALARM SYSTEM IS REQUIRED BY MBC SECTION 907.2.1 AND PER NFPA 72-2010. B.  SUBMIT FIRE ALARM SYSTEM SHOP DRAWINGS WITH SUPPORTING DOCUMENTATION UNDER SEPARATE PERMIT REQUIREMENT TO THE BUILDING DEPARTMENT FOR REVIEW AND APPROVAL PRIOR TO COMMENCEMENT OF THIS WORK (107.2.2). C.  CONTRACTOR TO PROVIDE VOICE ALARM SYSTEM THROUGHOUT BOTH      BUILDINGS 1 & 2 AS REQUIRED BY MBC 907.2.1.1. 6.  CONTRACTOR TO PROVIDE PORTABLE FIRE EXTINGUISHER AND CABINETS PER 2012 INTERNATIONAL FIRE CODE AND NFPA 10.
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1.	ALL MATERIALS, EQUIPMENT, LIGHTING, ETC. SHALL BE SUBMITTED FOR ARCHITECT'S ALL MATERIALS, EQUIPMENT, LIGHTING, ETC. SHALL BE SUBMITTED FOR ARCHITECT'S APPROVAL. INCLUDE ASSOCIATED LITERATURE, SAMPLES, SPECIFICATION SHEETS, ETC. FOR ALL ITEMS.
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13. SLAB ON GRADE SHALL BE 4" THICK WITH SMOOTH FLOAT FINISH (UNO). SLAB ON GRADE SHALL BE 4" THICK WITH SMOOTH FLOAT FINISH (UNO). 14. ALL CONTINUOUS REINFORCING BARS SHALL BE LAPPED AS PER TENSION ALL CONTINUOUS REINFORCING BARS SHALL BE LAPPED AS PER TENSION EMBEDMENT OR TENSION CLASS "C" SPLICE LENGTH. LAP CONTINUOS TOP REINFORCING AT CENTER OF SPAN AND BOTTOM REINFORCING AT SUPPORTS. 15. CONTRACTOR SHALL SUBMIT DRAWINGS SHOWING SIZE, LENGTH, AND LOCATION OF CONTRACTOR SHALL SUBMIT DRAWINGS SHOWING SIZE, LENGTH, AND LOCATION OF REINFORCING INTENDED POURING SEQUENCE AND LOCATION OF CONSTRUCTION JOINTS TO ARCHITECT FOR REVIEW. 16. BEFORE PLACING THE PIT MAT SPREAD AT NO COST TO THE OWNER ONE 94 LB. BEFORE PLACING THE PIT MAT SPREAD AT NO COST TO THE OWNER ONE 94 LB. BAG OF DRY CEMENT PER 3 SY OF AREA AT THE BOTTOM OF THE EXCAVATION WHENEVER THE SOIL AT THE BOTTOM IS COMPOSED OF MORE THAN 16 PERCENT SILT AS DETERMINED BY THE TESTING AGENCY.
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SITE WORK CONTINUED
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SIGNAGE: MARKING & I.D. FOR  FIRE RESISTANCE WALLS:
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     PROVIDE SIGNAGE AT ALL FIRE WALLS AND FIRE BARRIERS IN ACCORDANVE WITH THE THREE CONDITIONS LISTED IN SECTION 703.7 MBC 2012 
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1.   SHALL BE LOCATED IN ACCESSIBLE CONCEALED FLOOR, FLOOR CEILING OF ATTIC SPACES. 2.  SHALL BE LOCATED WITHIN 15 FEET OF END OF EACH WALL & AT INTERVALS OF 30 FEET OR LESS MEASURED HORIZONTAL ALONG WALL, AND 3.  SHALL HAVE LETTERS IN A CONTRASTING COLOR, 3" MINIMUM HIGH WITH 3/8" MINIMUM STROKE WIDTH WITH SUGGESTED WORDING:       "FIRE WALL AND FIRE BARRIWER - PROTECT ALL OPENINGS."


METAL STUDS FRAMING SPECIFICATIONS

PART I:

.0l RELATED WORK SPECIFIED ELSEWHERE.
.02 WORKMANSHIP AND QUALITY ASSURANCE.
.O3 SUBMITTALS.

PART 2 MATERIAL

20201 ALL STUD FRAMING (AND/OR) MEMBERS SHALL BE OF THE TYPE, SIZE AND
GAGE SHONWN ON THE PLANS AND SHALL BE MANUFACTURED BY DALE/INCOR OR
APPROVED EQUAL BY ONNER.

20202 GALVANIZED STUDS AND JOISTS 12, |4, AND 16 GAGE MAY BE FORMED FROM
STEEL THAT CORRESFONDS TO ASTM A653. STRUCTURAL CALCULATIONS SHOULD BE
PREPARED UTILIZING ONE OF THE FOLLOWING GRADES:

. SQ GRADE 33 MINIMUM YIELD STRENGTH 33

. SR GRADE 40 MINIMUM YIELD STRENGTH 40

. SQ GRADE 50 MINIMUM YIELD STRENGTH 5O

2.02.03 ALL GALVANIZED 1& AND 20 GAGE STUDS (AND/OR) JOISTS, AND ALL
GALVANIZED TRACK, BRIDGING, END ENCLOSURES AND ACCESSORIES SHALL BE
FORMED FROM STEEL THAT CORRESFPONDS TO THE REQUIREMENTS OF ASTM A653, SQ
GRADE 33, NITH A MINIMUM YIELD OF 23000 PSl. 2.02.04 ALL STUDS, JOISTS AND
ACCESSORIES SHOULD BE FORMED FROM STEEL HAVING A 6-60 GALVANIZED
COATING OR EQUIVALENT, MEETING ASTM AB53 AND C935.

20205 THE PHYSICAL AND STRUCTURAL PROPERTIES LISTED BY DALE/INCOR SHALL
BE CONSIDERED THE MINIMUM PERMITTED FOR ALL FRAMING MEMBERS. SPECIFICALLY,
THE FOLLOWING MINIMUM PROPERTIES, CALCULATED IN ACCORDANCE WITH THE
LATEST ALSL. SPECIFICATION, SHALL BE PROVIDED AS INDICATED ON PAGE 2.
COMPONENT IX RESISTING MOMENT
(5TUD, JOIST OR ACCESSORY) (IN.4) (IN-K)

203 FABRICATION

20301 PRIOR TO PREFABRICATION OF FRAMING, THE CONTRACTOR SHALL SUBMIT
FABRICATION AND ERECTION DRANWINGS TO THE GENERAL CONTRACTOR TO OBTAIN
APPROVAL.

2.03.02 FRAMING COMPONENTS MAY BE PRE-ASSEMBLED INTO PANELS PRIOR TO
ERECTING. PREFABRICATED PANELS SHALL BE SQUARE WITH COMPONENTS ATTACHED
IN A MANNER AS TO PREVENT RACKING.

20303 ALL FRAMING COMPONENTS SHALL BE CUT SQUARELY FOR ATTACHMENT TO
PERPENDICULAR MEMBERS, OR AS REQUIRED FOR AN ANGULAR FIT AGAINST ABUTTING
MEMBERS. MEMBERS SHALL BE HELD POSITIVELY IN PLACE UNTIL PROPERLY
FASTENED.

20304 AXIALLY LOADED STUDS SHALL BE INSTALLED IN A MANNER WHICH WILL
ASSURE THAT ENDS OF THE STUDS ARE POSITIONED IN THE TRACK WITH A MINIMUM
GAP, PRIOR TO STUD AND TRACK ATTACHMENT. 2.02.05 PROVIDE INSULATION EQUAL
TO THAT SPECIFIED ELSEWHERE IN ALL DOUBLE JAMB STUDS AND DOUBLE-HEADER
MEMBERS, WHICH WILL NOT BE ACCESSIBLE TO THE INSULATION CONTRACTOR.

PART 3 EXECUTION

30| INSPECTION.
302 ERECTION (WIND LOAD ONLY)

3.0201 HANDLING AND LIFTING OF PREFABRICATED PANELS SHALL BE DONE IN A
MANNER AS TO NOT CAUSE DISTORTION IN ANY MEMBER.

3.02.02 TRACKS SHALL BE SECURELY ANCHORED TO THE SUPPORTING STRUCTURE AS
SHONWN ON THE PLANS.

3.02.03 AT TRACK BUTT JOISTS, ABUTTING PIECES OF TRACK SHALL BE SECURELY
ANCHORED TO A COMMON STRUCTURAL ELEMENT, OR THEY SHALL BE BUTT-WELDED
OR SPLICED TOGETHER.

2.02.04 STUDS SHALL BE PLUMBED ALIGNED AND SECURELY ATTACHED TO THE
FLANGES OR WEBS OF BOTH UPPER AND LOWER TRACKS.

3.0205 JACK STUDS OR CRIFPFLES SHALL BE INSTALLED BELOW WINDOW SILLS,
ABOVE NINDOW AND DOOR HEADS, AT FREE STANDING STAIR RAILS, AND ELSENHERE
TO FURNISH SUPPORT, AND SHALL BE SECURELY ATTACHED TO SUPPORTING
MEMBERS.

3.02.06 WALL STUD BRIDGING SHALL BE ATTACHED IN A MANNER TO PREVENT STUD
ROTATION. BRIDGING RONS SHALL BE SPACED ACCORDING TO THE FOLLONWING
SCHEDULE.
. WALLS UP TO |0'-O" HEIGHT: ONE ROW AT MID-HEIGHT.
o WALL EXCEEDING |10'-0O" HEIGHT BRIDGING RONS SPACED NOT TO EXCEED
5'-0" ON-CENTER.

3.02.07 PROVISION FOR STRUCTURE VERTICAL MOVEMENT SHALL BE PROVIDED AT
FLOOR / ROOF DEFLECTION SUPFPORTS USING THE DALE/INCOR VERTICAL SLICE CLIP
OR OTHER MEANS IN ACCORDANCE WITH DALE/INCOR INC. RECOMMENDATIONS.

3.03 ERECTION (AXIAL LOAD-BEARING)

2.03.01 HANDLING AND LIFTING OF PREFABRICATED FRAME PANELS SHALL BE DONE
IN A MANNER AS TO NOT CAUSE DISTORTION IN ANY MEMBER.

2.032.02 COMPLETE UNIFORM AND LEVEL BEARING SUPPORT SHALL BE PROVIDED FOR
THE BOTTOM TRACK.

3.03.03 AT TRACK BUTT JOINTS, ABUTTING PIECES OF TRACK SHALL BE SECURELY
ANCHORED TO A COMMON STRUCTURAL ELEMENT, OR THEY SHELL BE BUTT
WELDED OR SPLICED TOGETHER.

2.03.04 STUDS SHALL BE PLUMBED ALIGNED AND SECURELY ATTACHED TO THE
FLANGES OR WEBS OF BOTH UPPER AND LONWER TRACKS.

2.032.05 FRAMED WALL OFENING SHALL INCLUDE HEADERS AND SUFFORTING STUDS
AS SHONWN ON THE PLANS.

23.03.06 TEMPORARY BRACING SHELL BE PROVIDED UNTIL ERECTION IS COMPLETED.

23.03.07 WALL STUD BRIDGING SHALL BE INSTALLED IN A MANNER TO PROVIDE
RESISTANCE TO BOTH MINOR AXIS BENDING AND ROTATION. BRIDGING RONS
SHALL BE EQUALLY SPACED NOT TO EXCEED 5'-O" ON-CENTER FOR WIND
LOADING ONLY, OR 4'-O" ON-CENTER FOR AXIAL LOADING.

2.03.08 PROVIDE STUD WALLS AT LOCATIONS INDICATED ON PLANS AS "SHEAR
WALLS" FOR FRAME STABILITY AND LATERAL LOAD RESISTANCE. SUCH STUD
WALLS SHALL BE BRACED AS INDICATED ON PLANS AND SPECIFICATIONS.
ADDITIONAL STUDS SHALL BE POSITIONED TO RESIST THE VERTICAL
COMPONENTS AS INDICATED ON PLANS.

3.03.09 SFPLICES IN AXIALLY LOADED STUDS SHALL NOT BE PERMITTED.

3.03.10 PROVIDE INSULATION EQUAL TO THAT SPECIFIED ELSEWHERE IN ALL DOUBLED
HEADER MEMBERS, WHICH WILL NOT BE ACCESSIBLE TO THE INSULATION
CONTRACTOR.

3.04 ERECTION (COLD-FORMED STEEL JOISTS)

2.04.01 JoOISTS SHALL BE LOCATED DIRECTLY OVER BEARING STUDS OR A LOAD
DISTRIBUTION MEMBER SHALL BE PROVIDED AT THE TOP TRACK.

3.04.02 PROVIDE WEB STIFFENERS AT REACTION POINTS WHERE INDICATED BY
PLANS.

3.04.03 JoOISTS ERIDEGING SHALL BE PROVIDED AS SHONWN ON THE PLANS.

3.04.04 PROVIDE AN ADDITIONAL JOIST UNDER PARALLEL PARTITIONS AWHEN THE
PARTITION LENGTH EXCEEDS ONE HALF THE JOIST SPAN AND AROUND ALL FLOOR
AND ROOF OFENINGS, WHICH INTERRUPT ONE OR MORE SPANNING MEMBERS UNLESS,
OTHERWISE NOTED.

2.04.05 END BLOCKING SHALL BE PROVIDED WHERE JOIST ENDS ARE NOT OTHERWISE
RESTRAINED FROM ROTATION.

DOOR NOTES:

.  ALL DOORS AND FRAMES IN A RATED WALL SHALL HAVE THE SAME OR HIGHER
RATING AS THAT OF THE WALL IN WHICH IT OCCURS. PROVIDE DOOR CLOSURES
WHERE REQUIRED.

2. DOOR HANDLES, PLUS LATCHES, LOCKS AND OTHER OFPERATING SHALL BE AT A
MAXIMUM HEIGHT OF 45" ABOVE FINISH FLOOR. OPERATING DEVICES SHALL BE
CAFPABLE OF OFPERATING WITH ONE HAND AND SHALL NOT REQUIRE TIGHT
GRASFING, TIGHT PINCHING OR TWISTING OF THE NRIST TO OFPERATE. ALL MEANS
OF EGRESS WHERE SERVING AN OCCUPANT LOAD OF 50 OR MORE PERSONS. THE
OFPENING FORCE FOR INTERIOR SIDE-SWING DOORS WITH- OUT CLOSER SHALL NOT
EXCEED 5-POUND FORCE. FOR ALL OTHER SIDE-SWING, SLIDING AND FOLDING
DOORS, THE DOOR LATCH SHALL RELEASE WHEN SUBJECT TO A I5-POUND FORCE.
THE DOOR SHALL SWING TO A FULL-OPEN FPOSITION WHEN SUBJECTED TO A 15
POUND FORCE. FORCES SHALL BE APPLIED TO THE LATCH SIDE.

3. ALL EXIT DOORS SHALL BE OPERABLE W/O THE USE OF A KEY OR SPECIAL
KNOWLEDGE OR EFFORT.

4. ALL MEANS OF EGRESS DOORS SHALL BE READILY OFPERABLE FROM THE SIDE
FROM WHICH EGRESS IS TO BE MADE WITHOUT THE USE OF A KEY, SPECIAL
KNONWLEDGE, OR EFFORT. PER NFFPA |01 AND MBC 2012 CODE.

5. ALL GLASS NITHIN I12" OF DOOR AND LOCATED 8" ABOVE FINISH FLOOR MUST BE
SAFETY TEMPERED PROTECTIVE GLASS. ALL SIDE LITES GLASS SHALL BE
SAFETY TEMPERED PROTECTIVE GLASS.

6. ALL SPACES LABELED AS SMOKE TIGHT ON THE THESE CD'S SHALL "C" LABEL
DOORS (20 MINUTE), SMOKE TIGHT SEAL.

7. DOOR CONTRACTOR SHALL COORDINATE NEAN DOOR SIZES WITH FLOOR FINISH
MATERIAL THICKNESS FOR NEW DOOR SIZE CLEARANCE.

GSLAZING NOTES:

.  CONTRACTOR SHALL SUBMIT A "BRONZE" COLORED ANODIZED ALUMINUM FRAME
SAMPLES ALONG WITH MANUFACTURER PRODUCT SPECIFICATIONS. SUGGESTED
MANUFACTURERS ARE KANWNEER, EFCO, TRACO ¢ VISTAWALL GROUP OR EQUAL
PRODUCT. EXACT FRAME THICKNESS SHALL BE PER MANUFACTURES PRODUCT LINE.

2. ALL WINDOWS GLASS SHALL BE I" INSULATED GLASS (VERIFY TEMEPERED
LOCATIONS WITH INTERIOR ELEVATIONS):

ABBREVIATIONS:

AL - ALUMINUM JoT -JolsT

ANOD - ANODIZED JT - JOINT

BC - BOTTOM CHORD LP. - HIGH POINT

BLK - BLOCK MAS - MASONRY

CD - CONSTRUCTION DOCUMENTS MIN = MINIMUM

COL - COLUMN MTL - METAL

CONC - CONCRETE NIC - NOT IN CONTRACT

CONN - CONNECT NTS - NOT TO SCALE

CONST - CONSTRUCTION OFP. H. - OPPOSITE HAND

CONT - CONTINVOS PERIM - PERIMETER

CONTR -CONTRACTOR PERM - PERMANENT

CMU - CONCRETE MASONRY UNITS PL - PLATE

DET - DETAIL PRE-MLD - PRE-MOLDED

DIM - DIMENSION PSFE - POUNDS PER SQUARE FOOT

DG - DRANING PS| - POUNDS PER SQUARE INCH

E CONST - EXPOSED RE_STL - REINFORCING STEEL
CONSTRUCTION REINF - REINFORCED

EF - EACH FACE REQ'D - REQUIRED

EQUIP - EQUIPMENT S & V - SEAL & VARNISH

EN - EACH NAY SCHED - SCHEDULE

EXIST - EXISTING SD - SASH DIMENSIONS

EXT - EXTERIOR SHT - SHEET
F - FLANGE SIM - SIMILAR
F.OF. - FACE OF FINISH

STD - STANDARD
FOF. - FACE OF FINISH =TL - STEEL

F.O.6. - FACE OF GYPSUM BOARD STR - STRUCTURAL
F.OM. - FACE OF MASONARY T4 B-TOP & BOTTOM
FFE. - FINISH FLOOR ELEV. 05 - TOP OF STEEL

FIN - FINISH T.OB. - TOP OF BEAM

FLR - FLOOR TOF. - TOP OF FOUNDATION/FOOTING
FNDNS - FOUNDATIONS TBL. - TOP OF BRICK LEDGE
GL - 6LASS TC - TOP CHORD

G.C. - GENERAL CONTRACTOR

HM - HOLLOW METAL TYP - TYPICAL

UNO - UNLESS NOTED OTHERWISE

HP. - HIGH POINT -
INSUL - INSULATE, INSULATION, X'/':_ o ERIFY N FIELD

INSULATED WD - NOOD
INT - INTERIOR WAF - WELDED WIRE FABRIC

AASHO - AMERICAN ASSOCIATION OF STATE HIGHANAY OFFICIALS
AlA = AMERICAN INSTITUTE FOR ARCHITECTS

ASTM - AMERICAN SOCIETY FOR TESTING MATERIALS

AlSC - AMERICAN INSTITUTE OF STEEL CONSTRUCTION

CRS| - CONCRETE REINFORCING SOCIETY INSTITUTE.

MBC - MICHIGAN BUILDING CODE

MMC - MICHIGAN MECHANICAL CODE

MPC - MICHIGAN PLUMPING CODE

MEC - MICHIGAN ELECTRICAL CODE

NFPA - NATIONAL FIRE PROTECTION ASSOCIATION
UL - UNDERNRITERS LABORATORIES

TYPICAL BARRIER FREE NOTES

l.  ALL WALL DIMENSIONS ARE TO FACE OF &YFPSUM BOARD, TYPICAL.

2. OPERABLE PARTS SHALL BE OPERABLE WITH ONE HAND SHALL NOT REQUIRE TIGHT GRASFING,
PINCHING, OR TWISTING OF THE WRIST. THE FORCE REQUIRED TO ACTIVATE OPERABLE PARTS
SHALL BE 5 POUNDS MAXIMUM.

3. OBJECTS SUCH AS WALL-MOUNTED FIRE EXTINGUISHERS ¢ DRINKING FOUNTAINS WNITH LEADING
EDGES MORE THAN 27" AND NOT MORE THAN 80" ABOVE THE FINISHED FLOOR SHALL NOT
PROTRUDE MORE THEN 4" INTO A PATH OF CIRCULATION

4. ALL SIGNS TO FIRST AND SECOND FLOOR ELEVATORS, FIRST AND SECOND FLOOR STAIRWELLS,
TOILET ROOMS AND ANY OTHER ROOMS WITH PERMANENT IDENTIFICATION ARE TO BE TACTILE
CHARACTER FORMS IN COMPLIANCE WITH ICC/ANS|I SECTIONS T703.2.1 THRU 703.2.8

PLUMBING FIXTURES:

REFER TO LIFE SAFETY DRANINGS FOR OCCUPANT LOAD CALCULATIONS.

EX'ST'N& BU”—D'N& #l BASEMENT AREA = &/649 SF.

30| TOTAL OCCUPANTS @ BASEMENT
30l1/2 = 1505 = |51 MALE, |5l FEMALE

A-2 ASSEMBLY - WATER CLOSETS [I/75M & I/7T5 F
294 OoCcC. 294/2 = 147, 147/75 = 2 MALE W.C., 147/75 = 2 FEMALE W.C. REQUIRED

S-| STORAGE, ACCESSORY AREAS - NATER CLOSETS I/IOO M & |/IOO F
TOCC. T/2=35=4MOCC. § 4F OCcC. | MNC. ¢ | F NC. REQUIRED

3 MALE WN.C. ¢ 3 FEMALE W.C. TOTAL REQUIRED
5 MALE W.C. ¢ 5 FEMALE W.C. TOTAL PROVIDED @ EXISTING BELDG. # BASEMENT.

A-2 ASSEMBLY - LAVATORIES |/200M ¢ |/200 F
294 occC. 294/2 = |47, 147/200 = | MALE WN.C., 147/200 = | FEMALE W.C. REQUIRED

S-1 STORAGE, ACCESSORY AREAS - LAVATORIES I/IOO M & |/IOO F
TOCC. T/2=35=4M ¢ 4F OCC. | MLAV. ¢ | F LAV. REQUIRED

2 MALE LAV. ¢ 2 FEMALE LAV. TOTAL REQUIRED
4 MALE LAV. ¢ 4 FEMALE LAV. TOTAL PROVIDED @ EXISTING BLDG. # BASEMENT.

| DRINKING FOUNTAIN PROVIDED
I JANITOR SINK PROVIDED AT EXISTING MECHANICAL ROOM.

ADD'T'ON BU'L—D'N& #2 BASEMENT AREA = |44900 SF.

387 TOTAL OCCUPANTS @ BASEMENT
287/2 = 1925 = |94 MALE, |94 FEMALE

A-2 ASSEMBLY - WATER CLOSETS [/7EM & |/75 F
372 OoCcC. 372/2 = 1866, 186/75 = 3 MALE WN.C, 186/75 = 3 FEMALE W.C. REQUIRED

S-| STORAGE, ACCESSORY AREAS - NATER CLOSETS I/IOO M ¢ |/IOO F
IS5 0CcC. 15/2 =75 =M & 8F ocC. | MNC. ¢ | F N.C. REQUIRED

4 MALE WC. § 4 FEMALE W.C. TOTAL REQUIRED
4 MALE WC. ¢ 4 FEMALE W.C. TOTAL PROVIDED @ ADDITION BLDG. #2 BASEMENT.

A-2 ASSEMBLY - LAVATORIES [|/200M ¢ |/200 F
372 oCC. 372/2 =186, 1866/200 = | MALE W.C. 1866/200 = | FEMALE W.C. REQUIRED

S-| STORAGE, ACCESSORY AREAS - LAVATORIES |/IOO M & |/IOO F
15 0cC. I15/2 =75 =8M¢ 8F OCC. | MLAV. & | F LAV. REQUIRED

2 MALE LAV. & 2 FEMALE LAV. TOTAL REQUIRED
3 MALE LAV. ¢ 3 FEMALE LAV. TOTAL PROVIDED @ ADDITION BLDG. #2 BASEMENT.

| DRINKING FOUNTAIN PROVIDED
I JANITOR CLOSET SINK PROVIDED

ADD'T' ON BU”—D'N& #2 FIRST FLOOR PRAYER HALL AREA £419 SF.

842 TOTAL OCCUPANTS (MALE) @ FIRST FLOOR DURING CALL TO PRAYER

A-3 ASSEMBLY (PLACES OF WORSHIP) - WATER CLOSETS /150 M
WATER CLOSETS FOR MALE /IS0 = 842/I150 = 56 = 6 M WN.C. REQUIRED.
WATER CLOSETS FOR MALE, FIRST FLOOR, TOTAL & PROVIDED DURING PRAYER TIME.

A-3 ASSEMBLY (PLACES OF WORSHIP) - LAVATORIES /200 M
LAVATORIES FOR MALE /200 = £42/200 = 42 = 5 M WN.C. REQUIRED.
LAVATORIES FOR MALE, FIRST FLOOR, TOTAL & PROVIDED DURING PRAYER TIME.

| DRINKING FOUNTAIN PROVIDED
I JANITOR CLOSET SINK PROVIDED

FIRST FLOOR OCCUPANTS
BU'L—D'N& #l $ #2 DURING NORMAL OFERATION
d12 OCC. + 85 OCC. = | OO0 TOTAL OCCUPANTS DURING NORMAL TIMES.
WATER CLOSETS

NWC. MALE N.C. FEMALE
B BUSINESS =10 O0CC. I©0/2=5M¢5F /25 = | N.C. /25 = | N.C.

E EDUCATION = O OcCC.

A-2 ASSEMBLY = 770 OCC. T10/2 = 285 M & 285 F /75 = 5 NC. /75 = 5 WNC.

S-| STORAGE/ACCESSORYAREA =2 0CC. 2/2=1M¢ | F /100 = | NC. /100 =
M MERCHANTILE /SALES AREA =4 0CC. 9/2=5M ¢ 5 F /500 = | WC. |I/780 =

REQUIRED & W.C.
PROVIDED Il N.C.

I W.C.

| N.C.

& NC.
& NC.

LAVATORIES
LAY. MALE
/40 = | LAV.

/200 = 2 LAV.
/100 = | LAV.
/750 = | LAV,

REQUIRED 5 LAV.
PROVIDED |l LAV.

LAV. FEMALE
/40 = | LAV.

/200 = 2 LAV.
/100 = | LAV.
/750 = | LAV.

5 LAV.
a4 LAV.

3 DRINKING FOUNTAIN PROVIDED
2 JANITOR CLOSET SINK PROVIDED

A D | Tl ON BU | L-D | Né #2 SECOND FLOOR PRAYER HALL AREA 5495 SF.

585 TOTAL OCCUPANTS (FEMALE) @ SECOND FLOOR DURING CALL TO PRAYER

A-3 ASSEMBLY (PLACES OF WORSHIP) - WATER CLOSETS I/15 F
WATER CLOSETS FOR FEMALE I/75 = 585/75 = 7.8 = & F WN.C. REQUIRED.

WATER CLOSETS FOR FEMALE, SECOND FLOOR, TOTA@RO\/IDED DURING PRAYER TIME.

A-3 ASSEMBLY (PLACES OF WORSHIP) - LAVATORIES /200 F
LAVATORIES FOR FEMALE |/200 = B85/200 = 249 = 2 F N.C. REQUIRED.
LAVATORIES FOR MALE, FIRST FLOOR, TOTAL & PROVIDED DURING PRAYER TIME.

2 DRINKING FOUNTAIN PROVIDED
2 JANITOR CLOSET SINK PROVIDED

SECOND FLOOR OCCUPANTS
BUILDING #| & #2 DR NORMAL OPERATION

426 TOTAL OCCUPANTS DURING NORMAL TIMES (NON PRAYER)

WATER CLOSETS

WC. MALE N.C. FEMALE

BBUSINESS =1locC. II/2=6M¢& 6F /25 = | N.C. /25 = | N.C.
A-3 ASSEMBLY = 183 OCC. 1863/2 =492 M & 92 F /150 = | N.C. /75 = 2 NC.
S-1 STORAGE/ACCESSORYAREA =2 0CC. 2/2=1M¢ | F /100 = | NC. /100 = | NC.
E EDUCATION = 232 OCC. 232/2 =1ll6eM ¢ ll6 F /50 = 2 NC. /50 = 2 NC.
REQUIRED 5 W.C. 6 NC.
PROVIDED & W.C. 9 NC.

3+5 EXIST W.C.

LAVATORIES
LAV. MALE
/40 = | LAV.
/200 = | LAV.
/100 = | LAV.
I/50 = 2 LAV.

REQUIRED 5 LAV.
PROVIDED & LAV.

LAV. FEMALE
/40 = | LAV.
/200 = | LAV.
/100 = | LAV.
/50 = 2 LAV.
5 LAV.
IO LAV.

3 DRINKING FOUNTAIN PROVIDED
2 JANITOR CLOSET SINK PROVIDED
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1. ALL DOORS AND FRAMES IN A RATED WALL SHALL HAVE THE SAME OR HIGHER ALL DOORS AND FRAMES IN A RATED WALL SHALL HAVE THE SAME OR HIGHER RATING AS THAT OF THE WALL IN WHICH IT OCCURS. PROVIDE DOOR CLOSURES WHERE REQUIRED. 2. DOOR HANDLES, PLUS LATCHES, LOCKS AND OTHER OPERATING SHALL BE AT A  DOOR HANDLES, PLUS LATCHES, LOCKS AND OTHER OPERATING SHALL BE AT A  MAXIMUM HEIGHT OF 48" ABOVE FINISH FLOOR.  OPERATING DEVICES SHALL BE  CAPABLE OF OPERATING WITH ONE HAND AND SHALL NOT REQUIRE TIGHT  GRASPING, TIGHT PINCHING OR TWISTING OF THE WRIST TO OPERATE.  ALL  MEANS OF EGRESS WHERE SERVING AN OCCUPANT LOAD OF 50 OR MORE  PERSONS. THE OPENING FORCE FOR INTERIOR SIDE-SWING DOORS WITH- OUT  CLOSER SHALL NOT EXCEED 5-POUND FORCE.  FOR ALL OTHER SIDE-SWING,  SLIDING AND FOLDING DOORS, THE DOOR LATCH SHALL RELEASE WHEN  SUBJECT TO A 15-POUND FORCE. THE DOOR SHALL SWING TO A FULL-OPEN  POSITION WHEN SUBJECTED TO A 15 POUND FORCE.  FORCES SHALL BE APPLIED  TO THE LATCH SIDE. 3. ALL EXIT DOORS SHALL BE OPERABLE W/O THE USE OF A KEY OR SPECIAL ALL EXIT DOORS SHALL BE OPERABLE W/O THE USE OF A KEY OR SPECIAL KNOWLEDGE OR EFFORT. 4. ALL MEANS OF EGRESS DOORS SHALL BE READILY OPERABLE FROM THE SIDE ALL MEANS OF EGRESS DOORS SHALL BE READILY OPERABLE FROM THE SIDE FROM WHICH EGRESS IS TO BE MADE WITHOUT THE USE OF A KEY, SPECIAL KNOWLEDGE, OR EFFORT. PER NFPA 101 AND MBC 2012 CODE. 5. ALL GLASS WITHIN 12" OF DOOR AND LOCATED 18" ABOVE  FINISH FLOOR MUST BE ALL GLASS WITHIN 12" OF DOOR AND LOCATED 18" ABOVE  FINISH FLOOR MUST BE SAFETY TEMPERED PROTECTIVE GLASS.  ALL SIDE LITES  GLASS SHALL BE SAFETY TEMPERED PROTECTIVE GLASS. 6. ALL SPACES LABELED AS SMOKE TIGHT ON THE THESE CD'S SHALL "C" LABEL ALL SPACES LABELED AS SMOKE TIGHT ON THE THESE CD'S SHALL "C" LABEL DOORS (20 MINUTE), SMOKE TIGHT SEAL. 7. DOOR CONTRACTOR SHALL COORDINATE NEW DOOR SIZES WITH FLOOR FINISH DOOR CONTRACTOR SHALL COORDINATE NEW DOOR SIZES WITH FLOOR FINISH MATERIAL THICKNESS FOR NEW DOOR SIZE CLEARANCE.
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2.02.02   GALVANIZED STUDS AND JOISTS 12, 14, AND 16 GAGE MAY BE FORMED FROM GALVANIZED STUDS AND JOISTS 12, 14, AND 16 GAGE MAY BE FORMED FROM STEEL THAT  CORRESPONDS TO ASTM A653. STRUCTURAL CALCULATIONS SHOULD BE PREPARED UTILIZING ONE OF THE  FOLLOWING GRADES: SQ GRADE 33 MINIMUM YIELD STRENGTH 33  SQ GRADE 40 MINIMUM YIELD STRENGTH 40  SQ GRADE 50 MINIMUM YIELD STRENGTH 50
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2.02.01 	ALL STUD FRAMING (AND/OR) MEMBERS SHALL BE OF THE TYPE, SIZE AND ALL STUD FRAMING (AND/OR) MEMBERS SHALL BE OF THE TYPE, SIZE AND GAGE SHOWN ON THE  PLANS AND SHALL BE MANUFACTURED BY DALE/INCOR OR APPROVED EQUAL BY OWNER.
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2.02.03  	ALL GALVANIZED 18 AND 20 GAGE STUDS (AND/OR) JOISTS, AND ALL ALL GALVANIZED 18 AND 20 GAGE STUDS (AND/OR) JOISTS, AND ALL GALVANIZED TRACK, BRIDGING,  END ENCLOSURES AND ACCESSORIES SHALL BE FORMED FROM STEEL THAT CORRESPONDS TO THE  REQUIREMENTS OF ASTM A653, SQ GRADE 33, WITH A MINIMUM YIELD OF 33,000 PSI. 2.02.04  ALL STUDS, JOISTS AND ACCESSORIES SHOULD BE FORMED FROM STEEL HAVING A G-60 GALVANIZED  COATING OR EQUIVALENT, MEETING ASTM A653 AND C955.
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2.02.05   THE PHYSICAL AND STRUCTURAL PROPERTIES LISTED BY DALE/INCOR SHALL THE PHYSICAL AND STRUCTURAL PROPERTIES LISTED BY DALE/INCOR SHALL BE CONSIDERED THE  MINIMUM PERMITTED FOR ALL FRAMING MEMBERS. SPECIFICALLY, THE FOLLOWING MINIMUM PROPERTIES,  CALCULATED IN ACCORDANCE WITH THE LATEST A.L.S.L. SPECIFICATION, SHALL BE PROVIDED AS INDICATED ON  PAGE 2. COMPONENT       IX           RESISTING MOMENT  IX           RESISTING MOMENT  RESISTING MOMENT  (STUD, JOIST OR ACCESSORY)          (IN.4)            (IN-K)(IN-K)
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2.03.02  FRAMING COMPONENTS MAY BE PRE-ASSEMBLED INTO PANELS PRIOR TO ERECTING. PREFABRICATED  PANELS SHALL BE SQUARE WITH COMPONENTS ATTACHED IN A MANNER AS TO PREVENT RACKING.
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2.03.04  AXIALLY LOADED STUDS SHALL BE INSTALLED IN A MANNER WHICH WILL ASSURE THAT ENDS OF THE  STUDS ARE POSITIONED IN THE TRACK WITH A MINIMUM GAP, PRIOR TO STUD AND TRACK ATTACHMENT. 2.03.05  PROVIDE INSULATION EQUAL TO THAT SPECIFIED ELSEWHERE IN ALL DOUBLE JAMB STUDS AND  DOUBLE-HEADER MEMBERS, WHICH WILL NOT BE ACCESSIBLE TO THE INSULATION CONTRACTOR.
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3.02.01   	HANDLING AND LIFTING OF PREFABRICATED PANELS SHALL BE DONE IN A HANDLING AND LIFTING OF PREFABRICATED PANELS SHALL BE DONE IN A MANNER AS TO NOT CAUSE  DISTORTION IN ANY MEMBER.
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AutoCAD SHX Text
3.02.03  	AT TRACK BUTT JOISTS, ABUTTING PIECES OF TRACK SHALL BE SECURELY AT TRACK BUTT JOISTS, ABUTTING PIECES OF TRACK SHALL BE SECURELY ANCHORED TO A COMMON  STRUCTURAL ELEMENT, OR THEY SHALL BE BUTT-WELDED OR SPLICED TOGETHER.
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3.02.04  	STUDS SHALL BE PLUMBED ALIGNED AND SECURELY ATTACHED TO THE STUDS SHALL BE PLUMBED ALIGNED AND SECURELY ATTACHED TO THE FLANGES OR WEBS OF BOTH  UPPER AND LOWER TRACKS.
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AutoCAD SHX Text
3.03      ERECTION (AXIAL LOAD-BEARING)

AutoCAD SHX Text
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3.03.06  	TEMPORARY BRACING SHELL BE PROVIDED UNTIL ERECTION IS COMPLETED.TEMPORARY BRACING SHELL BE PROVIDED UNTIL ERECTION IS COMPLETED.
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3.03.07  	WALL STUD BRIDGING SHALL BE INSTALLED IN A MANNER TO PROVIDE WALL STUD BRIDGING SHALL BE INSTALLED IN A MANNER TO PROVIDE RESISTANCE TO BOTH MINOR AXIS  BENDING AND ROTATION. BRIDGING ROWS SHALL BE EQUALLY SPACED NOT TO EXCEED 5'-0" ON-CENTER FOR  WIND LOADING ONLY, OR 4'-0" ON-CENTER FOR AXIAL LOADING.
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3.03.08  PROVIDE STUD WALLS AT LOCATIONS INDICATED ON PLANS AS "SHEAR WALLS" FOR FRAME STABILITY  AND LATERAL LOAD RESISTANCE. SUCH STUD WALLS SHALL BE BRACED AS INDICATED ON PLANS AND  SPECIFICATIONS. ADDITIONAL STUDS SHALL BE POSITIONED TO RESIST THE VERTICAL COMPONENTS AS INDICATED  ON PLANS.
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3.04.03  	JOISTS BRIDGING SHALL BE PROVIDED AS SHOWN ON THE PLANS.JOISTS BRIDGING SHALL BE PROVIDED AS SHOWN ON THE PLANS.
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3.04.04  	PROVIDE AN ADDITIONAL JOIST UNDER PARALLEL PARTITIONS WHEN THE PROVIDE AN ADDITIONAL JOIST UNDER PARALLEL PARTITIONS WHEN THE PARTITION LENGTH EXCEEDS  ONE HALF THE JOIST SPAN AND AROUND ALL FLOOR AND ROOF OPENINGS, WHICH INTERRUPT ONE OR MORE  SPANNING MEMBERS UNLESS, OTHERWISE NOTED.
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1. ALL WALL DIMENSIONS ARE TO FACE OF GYPSUM BOARD, TYPICAL.   ALL WALL DIMENSIONS ARE TO FACE OF GYPSUM BOARD, TYPICAL.   2. OPERABLE PARTS SHALL BE OPERABLE WITH ONE HAND SHALL NOT REQUIRE TIGHT GRASPING, OPERABLE PARTS SHALL BE OPERABLE WITH ONE HAND SHALL NOT REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING  OF THE WRIST. THE FORCE REQUIRED TO ACTIVATE OPERABLE  PARTS  SHALL BE 5 POUNDS MAXIMUM.  3. OBJECTS SUCH AS WALL-MOUNTED FIRE EXTINGUISHERS & DRINKING FOUNTAINS WITH LEADING OBJECTS SUCH AS WALL-MOUNTED FIRE EXTINGUISHERS & DRINKING FOUNTAINS WITH LEADING EDGES MORE THAN 27" AND  NOT MORE THAN 80" ABOVE THE FINISHED FLOOR SHALL NOT  PROTRUDE MORE THEN 4" INTO A PATH OF CIRCULATION  4. ALL SIGNS TO FIRST AND SECOND FLOOR ELEVATORS, FIRST AND SECOND FLOOR STAIRWELLS, ALL SIGNS TO FIRST AND SECOND FLOOR ELEVATORS, FIRST AND SECOND FLOOR STAIRWELLS, TOILET ROOMS AND ANY OTHER ROOMS WITH PERMANENT IDENTIFICATION ARE TO BE TACTILE CHARACTER FORMS IN COMPLIANCE WITH ICC/ANSI SECTIONS 703.2.1 THRU 703.2.8
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